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Aim High

The tape that grows with you 
Whether joint sealing tapes, multi-functional tapes or moisture-variable flashing 
tapes – HANNO's products for construction joint sealing on windows and façades 
always meet the very highest standards and are characterised by unparalleled 
durability. Ideal for those who want to aim high.

Hannoband® – the original. For over 50 years.
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HANNO Products for 
Construction Joint Sealing

HANNO has been developing and producing sealing tapes and sound insulation for use 
in building construction and dry construction, industry, and other applications for many 
decades. 

This catalogue provides a detailed overview of HANNO products used to seal construction 
joints in windows and façades. 
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Innovation has a long tradition at HANNO
HANNO not only looks back on a long company his-
tory – our eyes are always on the future. 

It all started with felt production, then expanded to 
the manufacture of flexible polyurethane foams and 
self-adhesive technology – right up to today's focus 
on impregnated joint sealing tapes and insulating, 
hydrophobic or conductive flexible synthetic foams. 

Constantly developing our products and service 
spectrum further has always been an integral part of 
the company’s identity. After all, finding a sustainable 
balance between the courage to change and appreci-
ation of what has already been achieved is the basis 
of healthy growth. 

INTRODUCTION

Company development: 
Since its founding as "Hannoversche Filzfabrik M. Mehlhard" 
in 1895 the company has grown significantly.

125 years later, HANNO comprises not only the company 
headquarters in Laatzen near Hanover (picture below) but 
also other international locations in Switzerland and the 
United States. 

Passed on through the generations, these values are 
part of what makes the company today not just suc-
cessful, but also a reliable business partner.  

We would like to thank you – our customers – for 125 
years of company development and continue to offer 
ourselves as your reliable partner. 

Sustainability and responsibility
A strong team in application technology and our own 
research & development also support our sales divi-
sion in innovations and product variations. Important 
products and inventions are protected by numerous 
patents and utility models, both nationally and inter-
nationally. 
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In our modern premises in Laatzen, we have opti-
mised processes and short distances and are com-
mitted to Germany as a production location and to 
HANNO products "Made in Germany".

All over the world, renowned builders  
rely on products from HANNO
Worldwide delivery and locations in Germany, Swit-
zerland and the USA complement the partnerships 
with distributors and OEM customers around the 
globe. The HANNO brand combines company name 
and products, but third-party brands are also firmly  
established. 

Whether sealing façade joints or professionally 
sealing window connection joints: the high quality of 
Hannoband® continues to convince. Numerous large 
projects, from the new factory building of B. Braun 
Melsungen AG in Melsungen, the forum of the Provin-
zial insurance company in Düsseldorf, the high-rise 
building "Het Strijkijzer" in The Hague, up to the ren-
ovation of the production building of VW commercial 
vehicles in Hanover, were successfully accompanied. 

Not least due to the new energy awareness of the 
population and the desire for long-lasting products 
as well as new legal regulations, numerous private 
building owners are also increasingly using HANNO 
products for sealing construction joints.

Planning basics for architects
Even during the planning of your project, HANNO 
does not leave you alone: the consultation in advance, 
the training of your employees as well as the support 
during the construction phase are all part of our 
self-conception. Therefore HANNO provides detailed 
technical information and installation instructions on 
hanno.com.

Extensive window connection variations in various 
types of masonry, thermal insulation composite  
systems, and front door and balcony/patio door 
connections – architects and planners can find the 
respective recommendation in accordance with the 
generally recognised rules of technology.

INTRODUCTION

  "Het Strijkijzer" high-rise (The Hague)

 "Eidelstedt 74" district (Hamburg)  

 See page 61 for more information
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Guaranteed to Stay Tight!
Hanno®-Triple-Layer Joint Sealing System

"Tighter on the inside than on the outside"
Moisture is generated in living and working spaces 
and strives to escape into the outside air. This must 
not be done via the window connection joint, as the 
moisture-laden air would damage the connection 
area and reduce the thermal insulation, but via a 
controlled air exchange. 

According to the Building Energy Act (GEG), "buildings 
to be constructed must be designed in such a way 
that the heat-transferring enclosure surface, including 
the joints, is permanently sealed, making it imperme-
able to air in accordance with the recognised rules of 
technology". 
 

Therefore, connection joints must be sealed, properly 
and professionally. In doing so, special emphasis is 
placed on avoiding thermal bridges. The design can 
be carried out according to the principle of "tighter on 
the inside than on the outside", as well as through the 
installation of variable moisture-sealing products.

This involves sealing in different steps (three layers), 
which results in a vapour pressure gradient. In the 
case of reversed temperature conditions, a variability 
of the diffusion behaviour of the internal waterproof-
ing is advantageous.

Comfort begins with HANNO:  
With the effective products of the triple-layer joint sealing 
system, you are prepared for all requirements. Ensuring 
your customers' long-term comfort.

One system, many benefits
	 Resistance to driving rain ≥ 600 Pa*
	 Airtightness and diffusion behaviour according  

to DIN 4108
	 Effective sound insulation up to 62 dB
	 Thermal insulation at passive house level
	 15-year object-related functional guarantee
	 Certification by ift Rosenheim and RAL FDKS  

for selected components of the sealing system

* For unit conversion please refer to page 64
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The system also offers increased security against war-
ranty claims: when the HANNO system components 
are used for all layers, we offer you a property-related 
functional guarantee of 15 years.

MPA HANNOVER has tested the Hanno®-Triple-Layer 
Joint Sealing System.

1. Weather protection layer for resistance  
to driving rain
Recommended products: Hannoband®-BG1,  
Hanno®-Flashing Tape DUO Easy, FA Easy or FA Easy 
Soft.

2. Functional layer for thermal and sound 
insulation
Recommended products: Hannoband®-THERM or  
PU mounting foam.

3. Inner layer for airtightness
Recommended product: Hanno®-Flashing Tape  
DUO Easy or FI Easy.

Due to the interaction of the sealing layers, moisture 
that has penetrated the joint through imperfections 
or moisture from the construction phase can diffuse 
to the outside. Expensive renovation work caused by 
moisture damage and a loss of value of the building 
are prevented.

Tested and safe
The Hanno®-Triple-Layer Joint Sealing System gives 
your windows a joint seal suitable for passive houses. 
This has been tested and certified by the BBS Institute 
in Wolfenbüttel.

HANNO passive house study:  
https://bit.ly/3kLo75C

The products of the Hanno®-Triple-Layer Joint Sealing System are  
suitable for passive houses (certified by the BBS Institute, Wolfenbüttel)

Moisture-variable for optimal 

moisture management

H
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Or alternatively use one of our all- 
in-one multi-functional tapes, e. g.: 
Hannoband®-3E
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Sustainable and Durable Joint Sealing
Hannoband® – The Original

Hanno®-Joint Sealing Tapes
	 Ultra low emissions
	 > 15 years tested weather resistance
	 Sustainable and reliable – guaranteed!

HANNO®-JOINT SEALING TAPES

HANNO offers a wide range of joint sealing 
solutions for window and façade construction.

   Hannoband® is immediately ready for 
use. It can be applied in one step regard-
less of weather conditions.
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Small things, big impact: HANNO products are usually 
invisible and work in the background, nevertheless 
impressing with maximum function. Like the market- 
trusted Hannoband®, which has been proving its 
success for approx. 60 years. The symbiosis of ex -
perience and innovation delivers results that last –  
in every field.

Hanno®-Joint Sealing Tapes reliably seal large joint 
tolerances. They offer increased safety, partly due to 
additional functional membranes, and the best hold 
due to high-performance adhesive applications. They 
make a significant contribution to protecting and 
maintaining the value of both modern and historic 
building structures. This conserves financial and 
natural material resources and optimises the energy 
balance in the production process as well as in the 
building itself. Therefore, Hanno®-Joint Sealing Tapes 
should not be missing in any façade planning. 

Hannoband® meets all the requirements linked to 
joint sealing. The tape is safe and durable, is resistant 
to UV radiation, withstands extreme driving rain, is 
open to diffusion and adjusts to large temperature 
differences. Its permanent elasticity compensates for 
temperature-related movements of the components 
as well as tolerances due to construction and mate-
rials. And it is manufactured without CFCs, halogens, 
formaldehyde, substances containing heavy metals  
or solvents. 

Hannoband® is immediately ready for use. It can 
be applied in a single operation regardless of the 
weather and protects against moisture, both from  
the outside and the inside. 

In use worldwide
HANNO's joint sealing solutions are being used  
successfully around the globe.

Do you have a special application or any questions? Then call our technical hotline: +49 5102 7000-208

HANNO®-JOINT SEALING TAPES

Hannoband® complies with the GEV guide-
lines for ultra low-emission products.

  125 years of experience, state-of-the-art equipment 
and a highly qualified team guarantee innovative 
and high-quality products.

  Hannoband® is guaranteed to be the right choice 
for highly stressed primary or cross joints.  

Installation video:  
https://bit.ly/3HBp768
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High Performance Construction
Hannoband®-BG1

HANNOBAND®-BG1

For heavy-duty primary and cross joints  
in façade and window construction
If you need durably sealed construction joints, then 
choose Hannoband®-BG1: Even after an outdoor 
weather test over more than 15 years in the joint, 
Hannoband® still exceeds the requirements for  
protection against driving rain, airtightness and 
weather-resistance in accordance with DIN 18542.

Hannoband®-BG1-M
For challenging or large joint widths, we recommend 
using Hannoband®-BG1-M with HANNO membrane 
technology.

  Hannoband®-BG1 is part of the Hanno®- 
Triple-Layer Joint Sealing System (page 6)

Further product information:  
Technical data, installation videos and declaration  
of performance (https://bit.ly/3wZVW8f)

Properties
	 Passed the “Hurricane-Test” with up  

to 9000 Pa wind pressure and 1050 Pa* 
resistance to driving rain
	 Long-term weather resistance
	 Complies with DIN 18542, exposure class 1
	 Construction material class B1 according 

to DIN 4102
	 Europ. technical assessment: ETA 06/0083
	 Thermal conductivity λ = 0.0412 W/(m·K)
	 Temperature resistance of –30 °C to  
+100 °C, short-term up to +130 °C*
	 Resistance to driving rain ≥ 600 Pa*
	 Joint sound insulation RS,w up to 60 dB 

(installed in two layers)
	 Diffusion-permeable
	 Can be painted over

Test certificates: see page 16

Typical performance characteristics  
of Hannoband®-BG1

Performance

Original thickness Thermal  
insulation

Dust and air 
impermeable

Protection against 
wind and driving 

rain

Air and driving 
rain-proof

100 % 80 % 50 % 23 % 15 %

* For unit conversion please refer to page 64

**

** only Hannoband®-BG1

BG1

 DIN 18542

BG1

 DIN 18542:2009
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HANNOBAND®-BG1

Reference example

Order 
number

Joint depth2  
(mm)

Joint width2 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

10/1.5–2.5
15/1.5–2.5
20/1.5–2.5

10
15
20

1.5–2.5 12
30
20
15

60
1344506331020001
1344506331520000
1344506332020000

4027713004596
4027713004602
4027713004619

10/2–4
15/2–4
20/2–4

10
15
20

2–4 10
30
20
15

60
1344506331030000
1344506331530000
1344506332030000

4027713004626
4027713004633
4027713000062

10/3–7
15/3–7
20/3–7

10
15
20

3–7 7.5
30
20
15

60
1344506331040000
1344506331540000
1344506332040000

4027713004657
4027713004664
4027713004671

10/5–10
15/5–10 
20/5–10
30/5–10 

10
15
20
30

5–10 5

30
20
15
10

60

1344506256021208
1344506331560000
1344506332060000
1344506333060000

4027713004930
4027713004688
4027713004695
4027713004701

15/7–12 
20/7–12
30/7–12

15
20
30

7–12 4.3
20
15
10

60
1344506331580000
1344506332080000
1344506333080000

4027713005050
4027713004718
4027713004732

20/8–15
25/8–15
30/8–15

20
25
30

8–15 3
15
12
10

60
1344506332010000
1344506332510000
1344506333010000

4027713004749
4027713004756
4027713004763

20/10–18 
25/10–18
30/10–18

20
25
30

10–18 5
15
12
10

60
1344506332512304
1344506332512000
134450633230408

4027713005029
4027713004770
4027713004787

25/8–183

25/12–253

35/20–353

25
25
35

8–18
12–25
20–35

4.7
12
12
8

60
1349406012581800
1349406012401000
1349406012201310

4027713012621
4027713012645
4027713012591

Product overview

1  Also available in black and light grey.

2  In case of non-parallel joint flanks, the tape thickness must be selected according to the widest point of the joints. The recommended joint widths must neither be undercut 
nor exceeded for proper functioning. The maximum/minimum joint widths include the component movements. The width (joint depth) must not fall below tested mini-
mum dimensions.

3  The joint widths 8–18, 12–25 and 20–35 are supplied as Hannoband®-BG1-M with functional membranes integrated into the tape. Please note the test certificates available 
for Hannoband®-BG1-M (available from HANNO upon request).

VW Commercial Vehicles (Hanover)
	 Permanent sealing of the directly weathered joint 
against driving rain with Hannoband®-BG1
	 Colour matching of the tape to the grout colour of 
the clinker brick strips

Standard colour: Grey1
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The High-Quality Window Connecting Tape
Hannoband®-600

Hannoband®-600 is universally used for sealing joints 
in buildings. It is mainly used to seal window joints, 
as well as in wood, prefabricated, masonry, half-
timbered and concrete construction. 

Hannoband®-600 complies with exposure class 1  
(in accordance with DIN 18542), offering particular  
bene fits in sealing complex connection and expansion 
joints between different components. 

Further product information:  
Technical data and installation videos  
(https://bit.ly/30xf2pV)Test certificates: see page 16

1  Also available in black.

2  In case of non-parallel joint flanks, the tape thickness must be selected according to the widest point of the joints. The recommended joint widths must neither be undercut 
nor exceeded for proper functioning. The maximum/minimum joint widths include the component movements. The width (joint depth) must not fall below tested mini-
mum dimensions.

Product overview

Standard colour: Grey1

Order  
number

Joint depth2  
(mm)

Joint width2 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

10/1.5-2.5
15/1.5-2.5
20/1.5-2.5

10
15
20

1.5-2.5 12
30
20
15

60
1344506011025010
1344506011520010
1344506012020010

4027713017503
4027713017510
4027713017527

10/2-4
15/2-4
20/2-4

10
15
20

2-4 12
30
20
15

60
1344506011024010
1344506010500730
1344506012024010

4027713017534
4027713013574
4027713017541

10/3-7
12/3-7
15/3-7
20/3-7

10
12
15
20

3-7 7.5

30
25
20
15

60

1344506060509160
1344506011237010
1344506331153770
1344506010500070

4027713012379
4027713017558
4027713012423
4027713012782

15/4-9
20/4-9
30/4-9

15
20
30

4-9 7.5
20
15
10

60
1344506050509160
1344506012049010
1344506013049010

4027713012577
4027713017565
4027713017572

15/5-12
20/5-12
30/5-12

15
20
30

5-12 5
20
15
10

60
1344506010509160
1344506010500760
1344506013051210

4027713012393
4027713013598
4027713017589

20/7-15
25/7-15
30/7-15

20
25
30

7-15 4.3
15
12
10

60
1344506020509160
1344506012571510
1344506013071510

4027713012430
4027713017596
4027713017602

25/8-20
30/8-20

25
30 8-20 3 12

10 60 1344506012582010
1344506013082010

4027713017619
4027713017626

HANNOBAND®-600

BG1

 DIN 18542

BG1

 DIN 18542:2009

Properties
	 Complies with DIN 18542, exposure class 1
	 Construction material class DIN 4102-B1
	 EN 1027: driving rain tight ≥ 600 Pa*

* For unit conversion please refer to page 64



13

For Not Directly Weather Exposed Joints
Hannoband®-BG2

HANNOBAND®-BG2

Hannoband®-BG2 is the first choice for covered 
window connections: Tested safety against warranty 
claims – suitable for connections in wood structures, 
prefabricated structures, half-timber structures, con-
crete structures and ETICS.

Test certificates: see page 16

Further product information:  
Technical data and installation videos  
(https://bit.ly/3qSy0Cv)

1  Also available in black.

2  In case of non-parallel joint flanks, the tape thickness must be selected according to the widest point of the joints. The recommended joint widths must neither be undercut 
nor exceeded for proper functioning. The maximum/minimum joint widths include the component movements. The width (joint depth) must not fall below tested mini-
mum dimensions.

Properties
	 Complies with DIN 18542, exposure class 2
	 Resistant to driving rain up to 600 Pa* 

(depending on compression)
	 Standard flame retardance (EN 13501 

construction material class E)
	 Thermal conductivity λ = 0.0396 W/(m·K)
	 Temperature resistance –30 °C to +100 °C, 

short-term up to +130 °C*

Product overview

Standard colour: Grey1

BG2

 DIN 18542

BG2

Order 
number

Joint depth2  
(mm)

Joint width2 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

8/1.5–2.5 
10/1.5–2.5
15/1.5–2.5
20/1.5–2.5

8
10
15
20

1.5–2.5 18

37
30
20
15

60

1344606330823000
1344606331023000
1344606331523000
1344606332023000

4027713017848
4027713017855
4027713017862
4027713017879

10/2–4
15/2–4
20/2–4

10
15
20

2–4 12
30
20
15

60
1344606331033000
1344606331533000
1344606332033000

4027713017886
4027713017893
4027713017909

15/3–7
20/3–7

15
20 3–7 6 20

15 60 1344606331543000
1344606332043000

4027713017916
4027713017923

15/5–9
20/5–9
30/5–9

15
20
30

5–9 5
20
15
10

60
1344606331563000
1344606332063000
1344606333063000

4027713017930
4027713017947
4027713017954

15/7–12
20/7–12
30/7–12

15
20
30

7–12 5
20
15
10

60
1344606331583000
1344606332083000
1344606333083000

4027713017961
4027713017978
4027713017985

20/8–15
25/8–15
30/8–15

20
25
30

8–15 4
15
12
10

60
1344606332013000
1344606332513000
1344606333013000

4027713017817
4027713017824
4027713017831

* For unit conversion please refer to page 64
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Further product information:  
Technical data and installation videos  
(https://bit.ly/3qPtO6n)

Properties
	 Extremely low VOC emissions:  
Tested in accordance with EMICODE® EC1PLUS 
	 Thermal conductivity λ = 0.0396 W/(m·K)
	 Airtightness an < 1.0 and resistance to 

driving rain min. 300 Pa* (for nominal joint)
	 Standard flame retardance (EN 13501 

construction material class E)
	 Temperature resistance –30 °C to +80 °C*

For Thermal and Sound Insulation
Hannoband®-THERM

For concealed applications – cost-effective protection 
against draughts, dust, blowing snow, moisture and 
noise with outstanding thermal insulation. Resistance 
to driving rain of ≥ 300 Pa* and airtightness of around 
an < 1.0 depend on the compression rate of the foam. 

This sealing tape is ideal for sealing large joints up to 
40 mm in width and is available from a cut width of 
30 mm, providing the ideal tape for any construction 
situation.

  Hannoband®-THERM is part of the Hanno®- 
Triple-Layer Joint Sealing System (page 6)

1  In case of non-parallel joint flanks, the tape thickness must be selected according to the widest point of the joints. The recommended joint widths must neither be undercut 
nor exceeded for proper functioning. The maximum/minimum joint widths include the component movements. The width (joint depth) must not fall below tested mini-
mum dimensions.

Product overview

Standard colour: Grey

Order 
number

Joint depth1  
mm

Joint width2 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

30/5-24
40/5-24
50/5-24
60/5-24
70/5-24
80/5-24

30
40
50
60
70
80

5-24 6

10
7
6
5
4
3

60

1342806333052440
1342806334052440
1342806335052440
1342806336052440
1342806337052440
1342806338052440

4027713007818
4027713017701
4027713007825
4027713017718
4027713017725
4027713007832

30/7-32
40/7-32
50/7-32
60/7-32
70/7-32
80/7-32

30
40
50
60
70
80

7-32 5

10
7
6
5
4
3

60

1342806333073240
1342806334073240
1342806335073240
1342806336073240
1342806337073240
1342806338073240

4027713007849
4027713007856
4027713007863
4027713007764
4027713007771
4027713007870

30/8-40
40/8-40
50/8-40
60/8-40
70/8-40
80/8-40

30
40
50
60
70
80

8-40 5

10
7
6
5
4
3

60

1342806333084040
1342806334084040
1342806335084040
1342806336084040
1342806337084040
1342806338084040

4027713007887
4027713007894
4027713007900
4027713007917
4027713007252
4027713007269

HANNOBAND®-THERM

Test certificates: see page 16

* For unit conversion please refer to page 64
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Fire Protection Tape
Hannoband®-BSB BG1

Joint sealing tape with acrylate-dispersion impreg-
nation specially designed for fire protection. This 
speciality fire protection tape is fire retardant in 
accordance with DIN 4102 and can be used up to fire 
resistance class EI 120* in accordance with EN 1366-4. 
Confirmed through system testing.

Suitable for joints directly exposed to the weather,  
for fire protection doors and partition walls indoors 
and for fire protection windows, as well as to create 
joints between masonry walls and ensure fire pro-
tection properties.

Further product information:  
Technical data and installation videos  
(https://bit.ly/323kQbq)

1  In case of non-parallel joint flanks, the tape thickness must be selected according to the widest point of the joints. The recommended joint widths must neither be undercut 
nor exceeded for proper functioning. The maximum/minimum joint widths include the component movements. The width (joint depth) must not fall below tested mini-
mum dimensions.

*  up to 120 minutes with double laying between masonry and brickwork.  
60 minutes for double laying between masonry and timber frame.

Product overview

Standard colour: Light grey

Properties
	 Complies with DIN 18542, exposure class 1
	 DIN 4102, fire class B1
	 Fire resistance class EI 120*, in accordance 

with 1366-4 – depending on the joint 
structure
	 weather-independent installation
	 “very low emission plus“ EMICODE®-EC1PLUS

Order 
number

Joint depth1  
mm

Joint width2 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

15/5–9
20/5–9
30/5–9

15
20
30

5–9 5
20
15
10

60
1347935331560593
1347935332060593
1347935333060000

4027713013307
4027713013338
4027713013444

15/7–12
20/7–12
25/7–12
30/7–12

15
20
25
30

7–12 4.3

20
15
12
10

60

1347935331580593
1347935332080593
1347935332580593
1347935333080000

4027713013314
4027713013345
4027713013437
4027713013420

20/8–15
25/8–15
30/8–15
40/8–15

20
25
30
40

8–15 3

15
12
10
7

60

1347935332010593
1347935332510593
1347935331405140
1347935334010000

4027713013321
4027713013352
4027713013482
4027713015639

25/10–18
30/10–18

25
30 10–18 5 12

10 60 1347935332510140
1347935331280110

4027713013475
4027713013369

35/15–25
40/15–25

35
40 15–25 4.3 6

5 60 1347935333516530
1347935333103140

4027713013376
4027713013383

Further dimensions upon request

Test certificates: see page 16

HANNOBAND®-BSB BG1
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Test Certificates
Safe from Warranty Claims

BG1 600 BG2 THERM BSB BG1

MPA Bau Hannover – Materials Testing Institute for the building industry, Hanover

Inspection according to DIN 18542, exposure class 1

Inspection according to DIN 18542, exposure class 2

External monitoring contract

Determination of thermal conductivity

Construction material class B1 in accordance with DIN 4102

DIN EN 13501 construction material class E

MPA Hannover – Materials Testing Institute for Materials and Production Technology

Assessment after practical outdoor weathering over a  
period of 15 years

ift Rosenheim

Proof of joint sound insulation as system 
component

Kiwa N.V., NL-2280 AB Rijswijk

Komo product certificate

Socotec

Certification according to NFP85-570 and NFP85-571

GEV – Gemeinschaft Emissionskontrollierte Verlegewerkstoffe, Klebstoffe und Bauprodukte e. V.

Certified EMICODE® EC1PLUS

DIBT – Deutsches Institut für Bautechnik, Berlin

General building authority approval

ATI/Intertek, York, Pennsylvania

"Hurricane test" according to Miami Dade in accordance  
with ASTM E284, 330, 331

TEST CERTIFICATES FOR JOINT SEALING TAPES
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Application Options
The Right Building Protection Come Rain or Shine

BG1/
BG1-M

600 BG2 THERM BSB BG1

Window construction
Driving rain-proof connection joints for different  
window-wall connections ≥ 600 Pa* 

Driving rain-proof connection joints for different  
window-wall connections  ≥ 300 Pa* 

Connection joints with a permeability of an < 1.0 m³/
[h·m·(daPa)2/3]

Connection joints with a permeability of an < 0.1 m³/
[h·m·(daPa)2/3] 

 1

Thermal separation/ insulation

Sound insulation requirements  2

Profile couplings/backfilling/performance

Façade construction
Movement joints in slab buildings

Thermal insulation composite system

Clinker shells

Precast concrete elements

Natural stone façades

Support for in-situ concrete/concrete elements

Prefabricated construction
Waterproofing in timber house construction/ log house 
construction/ frame construction

Thermal insulation in prefabricated construction

Soundproof walls

Isowalls

Winter garden construction

Interior design
Lightweight partition walls /dry construction connections

Airtight connections in pitched roofs

Decoupling of raised floors

APPLICATION OPTIONS

Continued on next page

1 In the nominal joint (only applies to BG1)
2 System test with FA Easy / FI Easy

* For unit conversion please refer to page 64
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BG1/
BG1-M

600 BG2 THERM BSB BG1

Lightweight metal construction
Lightweight metal construction according to IFBS guideline 
BG1 based on DIN 18542/Type 1a

Lightweight metal construction according to IFBS guideline 
BG2 based on DIN 18542/type 2a

Connection joints resistant to driving rain > 600 Pa* 

Connection joints resistant to driving rain > 300 Pa*

Connections with a joint permeability an < 1.0 m³/
[h·m·(daPa)2/3]

Connections with a joint permeability an < 0.1 m³/
[h·m·(daPa)2/3] 

 1

Pitched/flat roof
Solar collectors

Roof windows

Flat roof connections

Chimney connections

Sheet metal roofing/standing seams

Connections to arcade rooflights/domes

Roof tile sealing 

Roof penetrations

Ridge/ridge/groin/dormer

Gable/masonry connections

1 In the nominal joint (only applies to BG1)
2 System test with FA Easy / FI Easy

APPLICATION POSSIBILITIES

* For unit conversion please refer to page 64



1 In the nominal joint (only applies to BG1)
2 System test with FA Easy / FI Easy

19
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Moisture Management through Proven Membrane Technology

Hanno®-Multi-Functional Tapes

True multi-talents
	 Significant time and cost savings 
	 Installation independent of weather conditions 
	 Easy handling
	 Only one or two products needed, depending 

on the window connection
	 No adhesion failure in case of component 

movement
	 All-year drying of the connection joint
	 Meets all requirements of the German Building 

Energy Act (GEG)
	 Protect the connection joint from external and 

room loads
	 Very good thermal insulation 
	 High sound insulation effect

HANNO®-MULTI-FUNCTIONAL TAPES

The “all-in-one” multi-functional tapes from HANNO 
are especially well-suited for safely and quickly sealing 
window joints. Thanks to the moisture-variable 
membrane technology, the joint can dry out  
all year round. 

   After installation, the polyurethane foam expands 
in the window joint – and seals it permanently.
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Hanno®-Multi-Functional Tapes are the ideal choice 
for easy and reliable sealing of windows and doors 
during all weather conditions. 

The highly innovative sealing tapes offer outstanding 
thermal and sound insulation and protection against 
air and driving rain. The moisture-variable membrane 
technology enables the joint to dry out all year round. 
In addition, Hanno®-Multi-Functional Tapes have a 
high thermal insulation value and thus fulfil all the 
requirements of the German Building Energy Act 
(GEG). These tapes also have very good sound insu-
lating properties, rounding out their high standard of 
quality.

The pre-compressed polyurethane soft foam  
expands in the window joint after installation and 
seals it permanently. Component movements – such 
as those resulting from temperature fluctuations – 
are absorbed for many years.

HANNO offers the right solution for almost any appli-
cation with our multi-functional tapes. 

Do you have a special application or any questions?  
Then call our technical hotline: +49 5102 7000-208

Moisture-variable principle  
(diffusion management through membrane)

Acoustic principle  
(extremely airtight membrane = high sound insulation)

HANNO®-MULTI-FUNCTIONAL TAPES

Hannoband® complies with the GEV guide-
lines for ultra low-emission products.

Outside (warm or cold) Outside (higher noise 
level)

Inside (cool or warm) Inside (significantly lower 
noise level)

  Quick and easy installation at any time of the year

Installation video:  
https://bit.ly/3cqhUaU
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The New Leading Role – to Meet all MF1 and MF2 Requirements
Hannoband®-3E Easy

HANNOBAND®-3E EASY

For concealed and exposed window joints
Hannoband®-3E Easy is a compressed joint sealing 
tape of the latest generation – equipped with paten-
ted membrane technology that has been successfully 
used for many years. Two moisture-variable high- 
performance membranes – one positioned close to 
each side – protect the functional layer according to 
DIN 18542:2020 and also visualise the three separate 
layers.

Due to the various available tape widths and thick-
nesses most joint widths and window profile dimen-
sions can be professionally sealed. Depending on the 
compression rate, the same tape dimension can be 
used flexibly and can be applied to meet the MF1 as 
well as MF2 specifications.

The tapes are supplied in roll format and come with 
an acrylate adhesive as installation aid. For profes-
sional sealing of all functional joint areas with only 
one product. Hannoband®-3E Easy meets all require-
ments regarding an airtight and driving rain-tight joint 
sealing.

Properties
	 Flexible use: suitable to meet all  

MF1 and MF2 specifications
	 Easy handling due to neutral running 

direction (each side of the tape may  
face the interior respectively exterior)
	 Moisture-variable for permanently dry 

connection joints
	 Airtight and driving rain-tight up to  
1050 Pa*
	 UV and weather resistant
	 Assessed joint noise reduction RS,w 57 dB 

(not plastered)
	 Suitable for passive houses and new  

building constructions
	 DIN 18542:2020 conform
	 MPA-tested and GEG-compliant  

(German Building Energy Act)

Test certificates: see page 32

driving rain-tight and 
weather resistant on  
the exterior

Airtight on the interior

centrally sound and 
thermal insulating

NEW!
* 
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Product overview

Standard colour: Anthracite, grey

The New Leading Role – to Meet all MF1 and MF2 Requirements

HANNOBAND®-3E EASY

Further product information:  
Technical data and installation videos  
(https://bit.ly/39gT7Il)

MF 1/ MF2

 D
IN

 18542:2020

MF 1/ MF2

 DIN 18542:2009

Tape width  
(mm)

Area of Application (mm)
Roll 
length  
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN codeConcealed  

installation  
(MF2)

Directly weather 
exposed (MF1)

56

5-15
9-22
12-30
18-40

5-13
9-18
12-25
18-35

14.1
9.4
7
4.7

5 36

1348964105605150
1348964105609220
1348964105612300
1348964105618400

4027713019460
4027713019477
4027713019484
4027713019491

64

5-15
9-22
12-30
18-40

5-13
9-18
12-25
18-35

14.1
9.4
7
4.7

4 36

1348964106405150
1348964106409220
1348964106412300
1348964106418400

4027713019507
4027713019514
4027713019521
4027713019538

74

5-15
9-22
12-30
18-40

5-13
9-18
12-25
18-35

14.1
9.4
7
4.7

4 36

1348964107405150
1348964107409220
1348964107412300
1348964107418400

4027713019545
4027713019552
4027713019569
4027713019576

84

5-15
9-22
12-30
18-40

5-13
9-18
12-25
18-35

14.1
9.4
7
4.7

3 36

1348964108405150
1348964108409220
1348964108412300
1348964108418400

4027713019583
4027713019590
4027713019606
4027713019613
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Premium Tape with Extended Joint Range
Hannoband®-3E BG1

HANNOBAND®-3E BG1

Versatile multi-functional tape for window 
connection joints
With at least two integrated functional membranes, 
this tape ensures permanently dry connecting joints. 
MPA BAU HANNOVER has verified that the HANNO 
high-performance membranes adapt to moisture. 
Hannoband®-3E BG1 is tighter against diffusion on 
the moister side than on the drier side, thus trans-
porting the moisture out of the joint. The principle 
works both in the typical winter situation demanded 
under RAL “tighter inside than out” and in reverse  
diffusion in summer. The joint can dry out all year 
round.

Product overview

Properties
	 Fulfills the specifications of the “Installa-

tion guidelines” of RAL Quality Assurance 
for Windows, Facades and Entrance Doors 
	 Convincing performance for permanently 

dry connection joints
	 Resistance to driving rain ≥ 1050 Pa*  

in accordance with EN 1027 
	 Very high airtightness in ift component 

testing under MO 01/1 with < 0.05 m³/mh 
at 50 Pa*
	 Very low joint permeability 

an < 0.1 m³/(h·m·(daPa)2/3)
	 Complies with DIN 18542:2020,  

exposure class MF1 and MF2
	 Construction material class B1 (DIN 4102)
	 Assessed joint noise reduction RS,w 59 dB 

(not plastered)
	 Passive house compliant

Standard colour: Anthracite

Order 
number

Tape width  
(mm)

Window 
depth (mm)

Roll length  
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

56/4-9
56/6-15
56/10-20
56/15-30

56 60

14.1
14.1
9.4
7

5

48
36
36
36

1347801015649240
1347801015661240
1347801015610240
1347801015615240

4027713018005
4027713018012
4027713018029
4027713018036

64/4-9
64/6-15
64/10-20
64/15-30

64 70

14.1
14.1
9.4
7

4

48
36
36
36

1347801016449240
1347801016461240
1347801016410240
1347801016415240

4027713018043
4027713018050
4027713018067
4027713018074

74/4-9
74/6-15
74/10-20
74/15-30

74 80

14.1
14.1
9.4
7

4

48
36
36
36

1347801017449240
1347801017461240
1347801017410240
1347801017415240

4027713018081
4027713018098
4027713018104
4027713018111

84/4-9
84/6-15
84/10-20
84/15-30

84 90

14.1
14.1
9.4
7

3

48
36
36
36

1347801018449240
1347801018461240
1347801018410240
1347801018415240

4027713018128
4027713018135
4027713018142
4027713018159

94/4-9
94/6-15
94/10-20
94/15-30

94 100

14.1
14.1
9.4
7

3

48
36
36
36

1347801019449240
1347801019461240
1347801019410240
1347801019415240

4027713018166
4027713018173
4027713018180
4027713018197

Joint widths: see page 23. Other dimensions available on request with minimum order quantities and delivery time.

Test certificates: see page 32

  Hannoband®-3E BG1 is part of the Hanno®- 
Triple-Layer Joint Sealing System (page 6)

* For unit conversion please refer to page 64
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HANNOBAND®-3E BG1

Passive house
Hannoband®-3E BG1 
was tested by the BBS 
Institute Wolfenbüttel 
to determine whether 
its thermal properties 
make it suitable for 
use in passive houses and for airtight installation. 
The tape achieved airtightness levels well below 
the requirements of DIN 4108-2, with an an-value of 
almost 0. This also applies in the installed state, as 
shown in the system test of ift Rosenheim (an < 0.05). 

Renovations  
(covered installation)
Seals need to ensure 
airtightness in accord-
ance with DlN 4108-2 
with a value of an < 0.1 
in renovation projects – 
no problem at all for Hannoband®-3E BG1.

Thermal insulation
Hannoband®-3E BG1 
is tested in accordance 
with DIN EN 13501 
construction material 
class E even when fully 
expanded, and can be 
used for thermal and noise insulation without restric-
tion.

Classic new  
construction
Hannoband®-3E BG1 
fulfils or exceeds all 
of the requirements 
of DIN 4108-2, the 
German Building 
Energy Act (GEG) or RAL guidelines for installation 
of multi-functional tape in classic new construction. 
Long-lasting weather resistance. With Hannoband®-3E 
BG1, you will always be on the safe side.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3HJRyiH)

Order number Joint width (mm)

4-9
6-15
10-20
15-30

3–12
4–21
7–28
10–42

Order number Joint width (mm)

4-9
6-15
10-20
15-30

3–15
4–25
7–33
10–50

Application areas Hannoband®-3E BG1
Different technical specifications for joint widths apply depending on the area of application. Please select your 
product according to the following criteria.

Hannoband®-3E BG1

Hanno®-Folienband 
DUO Easy+ 240 oder 
FI Easy

Hannoband®-3E BG1
Hannoband®-BG1

Hannoband®-3E BG1

Hannoband®-3E BG1

MF1
 D

IN
 18542:2020

MF1

 DIN 18542:2009

HW- 10 - 01
HW- 10 - 01

Order number Joint width (mm) MF1

4-9
6-15
10-20
15-30

3–9
4–15
7–20
10–30

Order number Joint width (mm) MF2

4-9
6-15
10-20
15-30

3–10
4–18
7–24
10–36



Hannoband®-3E BG1 – patented.
For more than 10 years, innovative membranes in multi-functional tapes have been our standard. Hannoband®-3E 
BG1 is ift-certified, RAL FDKS-certified and has current MPA tests according to DIN 18542:2020 MF1.
 
Perfect fit.
Thanks to the moisture-variable membrane technology, Hanno®-Multi-Functional Tapes adapt optimally to the 
surrounding conditions and keep the joint dry. This not only has advantages in Central Europe’s climate zone, but 
also offers piece of mind when used in other climate areas around the globe – as proven with construction projects 
in Southern Europe, North and South America, Australia and the Asia Pacific region.
 
Convenient installation.
The tape does not have any specific interior or exterior side to avoid installation mistakes. The product comes with 
a strong adhesive for optimal adhesion. Well thought-out material thickness for quick and easier installation.

Highest performance.
Resistance to driving rain ≥ 1050 Pa*. Airtight an < 0.1. Highly sound-insulating RS,w 59 dB.

Choose perfection. With the original.

HW- 10 - 01
HW- 10 - 01

MF1

 DIN 18542:2020

MF1

 DIN 18542:2009

Am I Seeing Double?!
HANNO's innovative membrane technology: others are also trying their 
hand at it. We like to inspire with our patented products, but you'd better 
stick to the original – from the inventor of the membrane technology.

26 * For unit conversion please refer to page 64
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 D
IN

 18542:2020

MF2

MF2

The Classic – for Joints Not Directly UV Exposed
Hannoband®-3E

Thanks to the integrated functional membranes, the 
moisture-adaptive tape creates a barrier effect on the 
side with the diffusion load. 

MPA BAU HANNOVER has verified that the Hanno 
high-performance membranes adapt to moisture. 
They transport moisture out of the joint. This ensures 
a dry joint all year long.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3CsQyvn)

Product overview

Standard colour: Anthracite

Order 
number

Tape 
width  
(mm)

Window 
depth 
(mm)

Joint 
width 
(mm)

Roll 
length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

56/4-9
56/6-15
56/10-20
56/15-30

56 60

4–9
6–15
10–20
15–30

9.4
7
4.7
4.7

5

60
60
60
48

1347801010108081
1347801010108082
1347801010108083
1347801010108025

4027713014007
4027713014014
4027713014021
4027713014182

64/4-9
64/6-15
64/10-20
64/15-30

64 70

4–9
6–15
10–20
15–30

9.4
7
4.7
4.7

4

60
60
60
48

1347801010108084
1347801010108085
1347801010108086
1347801011290410

4027713014038
4027713014045
4027713014052
4027713014168

74/4-9
74/6-15
74/10-20
74/15-30

74 80

4–9
6–15
10–20
15–30

9.4
7
4.7
4.7

4

60
60
60
48

1347801010108087
1347801010108088
1347801010108089
1347801010108026

4027713014069
4027713014076
4027713014083
4027713014175

84/4-9
84/6-15
84/10-20
84/15-30

84 90

4–9
6–15
10–20
15–30

9.4
7
4.7
4.7

3

60
60
60
48

1347801010240610
1347801011040810
1347801018418089
1347801011130411

4027713014199
4027713014212
4027713014205
4027713014236

Other dimensions available on request with minimum order quantities and delivery time

HANNOBAND®-3E

Test certificates: see page 32

Properties
	 DIN EN 13501 class E
	 Corresponds to DIN 18542:2020,  

exposure class MF2
	 Resistance to driving rain ≥ 1050 Pa*  

in accordance with EN 1027
	 Very high airtightness in ift component 

testing under MO 01/1 with < 0.05 m³/mh 
at 50 Pa*
	 Airtight to an < 0.1 m³(h·m·(daPa)2/3)
	 Assessed joint noise reduction RS,w 57 dB 

(not plastered)

* For unit conversion please refer to page 64
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Hannoband®-3E Basic BG1

Test certificates: see page 32

Product overview

Smart, Inexpensive – for Exposed Applications

For all applications, for all requirements
Hannoband®-3E Basic BG1 – for sealing all functional 
areas in window joint sealing. The tape fulfils all 
requirements including airtightness and heavy rain 
tight sealing. The different tape widths and thick-
nesses enable a great variety of joint widths and 
window profile dimensions to be sealed. 

Thanks to the integrated functional membranes, 
the tape creates a barrier effect on the side with the 
diffusion load.

Standard colour: Grey

Further product information:  
Technical data and installation videos  
(https://bit.ly/2Z3Pv7y)

HANNOBAND®-3E BASIC BG1

MF1

 DIN 18542:2020

MF1

 DIN 18542:2009

Properties
	 Complies with DIN 18542:2020,  

exposure class MF1 
	 Construction material class B1 (DIN 4102)
	 Resistance to driving rain ≥ 600 Pa*,  

possible up to 1050 Pa* 
	 Airtight an < 0.1 m³/(h·m·(daPa)2/3)
	 Assessed joint noise reduction RS,w 59 dB 

(not plastered)

* 
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Tape 
width  
(mm)

Area of Application (mm) Roll 
length  
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN codeConcealed  

installation (MF2)
Directly weather 
exposed (MF1)

56

4–11
5–15
6–18
9–22
10–24
12–30
15–36
18–40

4–9
5–13
6–15
9–18
10–20
12–25
15–30
18–35

16.5
14.1
11.7
9.4
9.4
7
7
4.7

5

48
36
48
36
36
36
36
36

1347801010100280
–
1347801010100820
–
1347801010100420
–
1347801010100430
–

4027713018487
–
4027713018494
–
4027713018500
–
4027713018517
–

64

4–11
5–15
6–18
9–22
10–24
12–30
15–36
18–40

4–9
5–13
6–15
9–18
10–20
12–25
15–30
18–35

16.5
14.1
11.7
9.4
9.4
7
7
4.7

4

48
36
48
36
36
36
36
36

1347801010108180
–
1347801010108280
–
1347801010108290
–
1347801010100440
–

4027713014526
–
4027713018531
–
4027713009904
–
4027713018548
–

74

4–11
5–15
6–18
9–22
10–24
12–30
15–36
18–40

4–9
5–13
6–15
9–18
10–20
12–25
15–30
18–35

16.5
14.1
11.7
9.4
9.4
7
7
4.7

4

48
36
48
36
36
36
36
36

1347801010100180
–
1347801010100200
–
1347801010100460
–
1347801010100450
–

4027713014557
–
4027713014564
–
4027713018579
–
4027713018586
–

84

4–11
5–15
6–18
9–22
10–24
12–30
15–36
18–40

4–9
5–13
6–15
9–18
10–20
12–25
15–30
18–35

16.5
14.1
11.7
9.4
9.4
7
7
4.7

3

48
36
48
36
36
36
36
36

1347801010100380
–
1347801010100390
–
1347801010100400
–
1347801010100410
–

4027713018593
–
4027713018609
–
4027713018616
–
4027713018623
–

Other dimensions available on request with minimum order quantities and delivery time
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Order 
number

Tape 
width  
(mm)

Window 
depth 
(mm)

Joint 
width 
(mm)

Roll 
length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

56/4–9
56/6–15
56/10–20
56/15–30

56 60

4–9
6–15
10–20
15–30

18.8
14.1
11.7
9.4

5

48
48
36
36

1342001015649010
1342001015661510
1342001012404180
1342001015615300

4027713 01650
4027713 01651
4027713 01718
4027713 01720

64/4–9
64/6–15
64/10–20
64/15–30

64 70

4–9
6–15
10–20
15–30

18.8
14.1
11.7
9.4

4

48
48
36
36

1342001016449010
1342001010411160
1342001012404170
1342001012404080

4027713 01721
4027713 01648
4027713 01684
4027713 01297

74/4–9
74/6–15
74/10–20
74/15–30

74 80

4–9
6–15
10–20
15–30

18.8
14.1
11.7
9.4

4

48
48
36
36

1342001017449010
1342001021511160
1342001041304170
1342001041304120

4027713 01722
4027713 01647
4027713 01645
4027713 01298

84/4–9
84/6–15
84/10–20
84/15–30

84 90

4–9
6–15
10–20
15–30

18.8
14.1
11.7
9.4

3

48
48
36
36

1342001018449010
1342001021304170
1342001011304170
1342001011304180

4027713 01723
4027713 01644
4027713 01643
4027713 01719

Other dimensions available on request with minimum order quantities and delivery time

Hannoband®-3E Basic

Test certificates: see page 32

Product overview

Good, Inexpensive – for Concealed Applications

Hannoband®-3E Basic is used to seal window connec-
tion joints. The different tape widths and thicknesses 
enable a great variety of joint widths and window 
profile thicknesses to be sealed. 

Hannoband®-3E Basic is not permanently weather- 
resistant, and is designed for covered applications.

Thanks to the integrated functional membranes, 
the tape creates a barrier effect on the side with the 
diffusion load.

Standard colour: Grey

Properties
	 Corresponds to DIN 18542:2020,  

exposure class MF2 
	 Construction material class E (EN 13501)
	 Resistance to driving rain ≥ 600 Pa*  

in accordance with EN 1027
	 airtight an < 0.1 m³/(h·m·(daPa)2/3)

HANNOBAND®-3E BASIC

Further product information:  
Technical data and installation videos  
(https://bit.ly/3oImYwS)

 DIN 18542:2020

MF2

MF2

* For unit conversion please refer to page 64
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HANNOBAND®-3E UA

Specifically for the Bottom Window Connection 
Hannoband®-3E UA

HANNO developed Hannoband®-3E UA for secure 
connections of bottom window joints – available in all 
common widths for different connection profiles.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3FInke7)

Order 
number

Tape 
width  
(mm)

Window 
depth 
(mm)

Joint 
width 
(mm)

Roll 
length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

30/4–9
30/6–15
30/10–20
30/15–30

30 30

4–9
6–15
10–20
15–30

9.4
7
4.7
4.7

10

60
60
60
48

1347801013040000
1347801013060000
1347801013010000
1347801013291110

4027713013901
4027713013918
4027713013925
4027713013895

35/4–9
35/6–15
35/10–20
35/15–30

35 35

4–9
6–15
10–20
15–30

9.4
7
4.7
4.7

8

60
60
60
48

1347801013540000
1347801013560000
1347801013510000
1347801013310810

4027713013932
4027713013949
4027713013956
4027713013994

40/4–9
40/6–15
40/10–20
40/15–30

40 40

4–9
6–15
10–20
15–30

9.4
7
4.7
4.7

7

60
60
60
48

1347801014040000
1347801014060000
1347801014010000
1347801014015000

4027713013963
4027713013970
4027713013987
4027713013888

Other dimensions available on request with minimum order quantities and delivery time

Properties
	 EN 13501 construction material class E
	 Variable moisture adaptation
	 Resistance to driving rain ≥ 600 Pa*  

in accordance with EN 1027
	 For airtight connections an < 0.1 m³/

(h·m·(daPa)2/3)
	 Sound and thermal insulation 

Product overview

Standard colour: Anthracite

Test certificates: see page 32

* For unit conversion please refer to page 64
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HANNOBAND®-3E ECO

 DIN 18542:2020

MF2

MF2

The classic solution
Best price-performance ratio: Hannoband®-3E Eco is 
the tested, high-performing alternative. 

Hannoband®-3E Eco is a multi-functional tape for seal-
ing window joints. Its combination of impregnated 
foams and one functional membrane creates a seal 
that follows the classic principle “tighter on the inside 
than on the outside”.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3qP0Qna)Test certificates: see page 32

Order 
number

Tape 
width  
(mm)

Window 
depth 
(mm)

Joint 
width 
(mm)

Roll 
length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

56/4–9
56/6–15
56/10–20
56/15–30

56 60

4–9
6–15
10–20
15–30

18.8
14.1
11.7
9.4

5

48
36
36
36

1348964010601960
1348964010602170
1348964010911160
1348964025615310

4027713012966
4027713013802
4027713013796
4027713014786

64/4–9
64/6–15
64/10–20
64/15–30

64 70

4–9
6–15
10–20
15–30

18.8
14.1
11.7
9.4

4

48
36
36
36

1348964010601970
1348964020509160
1348964030509160
1348964031509160

4027713017114
4027713013703
4027713013710
4027713013727

74/4–9
74/6–15
74/10–20
74/15–30

74 80

4–9
6–15
10–20
15–30

18.8
14.1
11.7
9.4

4

48
36
36
36

1348964010701970
1348964040509160
1348964050509160
1348964012009160

4027713017091
4027713013734
4027713013741
4027713013758

84/4–9
84/6–15
84/10–20
84/15–30

84 90

4–9
6–15
10–20
15–30

18.8
14.1
11.7
9.4

3

48
36
36
36

1348964010801970
1348964042410160
1348964042404120
1348964011807180

4027713017107
4027713013765
4027713016810
4027713013789

Other dimensions available on request with minimum order quantities and delivery time

Product overview

Standard colour: Grey (inside), Black (outside)

Tighter on the Inside than on the Outside
Hannoband®-3E Eco

Properties
	 Tighter on the inside than on the outside
	 High time and cost savings
	 EN 13501 construction material class E
	 Corresponds to DIN 18542:2020,  

exposure class MF2
	 Resistance to driving rain ≥ 600 Pa*  

in accordance with EN 1027
	 airtight an < 0.1 m³/(h·m·(daPa)2/3)
	 Assessed joint noise reduction RS,w 53 dB

* For unit conversion please refer to page 64
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Test Certificates
Safe from Warranty Claims

3E Easy 3E BG1 3E 3E UA 3E Basic 
BG1 3E Basic 3E Eco

MPA Bau Hannover – Materials Testing Institute for the building industry, Hanover

Inspection according to DIN 18542:2020, MF1

Inspection according to DIN 18542:2020, MF2

Determination of thermal conductivity

Determination of water vapour diffusion resistance

General building authority test according to  
DIN 4102 B1 (flame retardant)

DIN EN 13501 construction material class E

Proof of airtightness according to EN 1026

Proof of resistance to driving rain according to  
EN 1027

Proof of UV/weather resistance according to  
DIN 18542:2020

ift Rosenheim

Measurement of the joint sound reduction index

Component testing: Testing of joint properties of 
a sealing system between window and building 
structure in new condition as well as after simulated 
short-term loads

 1  2  1

Expert opinion requirements passive house

GEV – Gemeinschaft Emissionskontrollierte Verlegewerkstoffe, Klebstoffe und Bauprodukte e. V.

Certified EMICODE® EC1PLUS

1 in examination

2 in conjunction with in-front-of-wall installation system

TEST CERTIFICATES FOR MULTI-FUNCTIONAL TAPES
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To create pressure-resistant areas in multi- 
functional tapes
Hanno®-Injection Block is a PU injection resin injected 
at specific points in multi-functional tapes. After 
curing, the resin is pressure-resistant and absorbs 
the weight loads and additional loads, which occur for 
windows and doors – such as backfilling of fittings to 
achieve burglary protection requirements (tested up 
to resistance class RC3).

The resin is injected directly into the installed multi- 
functional tape, and the tape does not need to be 
notched before installation. 

Suitable for pre-compressed multi-functional seal-
ing tapes made from polyurethane soft foam with 
acrylate dispersion impregnation. 

Delivery in common construction cartridges for  
handling with with standard cartridge guns.

Cleaning of equipment only in non-cured state with  
common PU gun foam cleaner.

PU Injection Resin
Hanno®-Injection Block

Properties
	 Quick and easy injection 

directly into multi-functional 
tapes
	 Creates pressure-resistant 

areas for absorbing weight 
loads and additional loads
	 Easy to handle thanks to 

delayed curing process
	 The injection resins can 

be used anywhere after 
installation without defining 
their position in advance

HANNO®-INJECTION BLOCK

Precise injection into the 
installed and expanded 
multi-functional tape

After curing, the resin is 
pressure-resistant and 
durable

Application

Item description Unit content Article number EAN code

Injection Block Cartridge 300 ml 1737201000015100 4027713018975

Packaging unit: 12 cartridges/box plus one bag consisting of 1 assembly manual, 4 stickers, 2 adapters and caps, 5 injection 
cannulas

Injection Block accessories 1 bag 1737201000015200 4027713018982

Packaging unit: One bag consisting of 1 assembly manual, 4 stickers, 2 adapters and caps, 5 injection cannulas

Further product information:  
Technical data and installation videos 
(https://bit.ly/3crh7Xk)
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For Sealing of the Window Connection Joint
Hanno®-Flashing Tapes

HANNO®-FLASHING TAPES

HANNO offers high-quality flashing tapes 
for all RAL-conforming applications in 
window installation with vapour pressure 
gradients. 

Hanno®-Easy Flashing Tapes are self-adhesive and 
adhere to all standard construction sur faces. They  
are easy to apply – even at low tempera tures.
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The weak point in window installation remains the 
interface between the masonry and the window, or 
the window joint. If the joint is not sealed with the 
appropriate degree of airtightness, the building can 
lose valuable energy. 

In addition, the window may suffer moisture damage 
or even mould. This can require expensive or compli-
cated repairs. HANNO supports you in the selection  
of suitable flashing tapes.

Do you have a special application or any questions?  
Then call our technical hotline: +49 5102 7000-208

HANNO®-FLASHING TAPES

Hanno®-Flashing Tapes comply with the GEV  
guidelines for ultra low-emission products.

  Hanno®-Flashing Tapes are available in several  
versions: as specialised products either for internal  
or external bonding ...

  ... and as a flexible, moisture-variable variant for both 
interior and exterior use.

  Hanno®-Flashing Tapes are part of the Hanno®- 
Triple-Layer Joint Sealing System (page 6)

  For secure bonding we recommend 
INSEBO® Sealing Adhesive F (page 58)

Reference example

B. Braun Melsungen AG (Melsungen)
	 Creation of a vapour-diffusion-open, driving rain-
proof and plasterable external weather protection 
level with Hanno®-Flashing Tapes
	 Creation of a vapour-diffusion-inhibiting and 
airtight inner layer
	 Requirements on the elasticity of the sealing 
material due to component movements of the 
metal-wood windows
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Moisture-Adaptive Flashing Tape for Interior and Exterior
Hanno®-Flashing Tape DUO Easy 240

Further product information:  
Technical data and installation videos  
(https://bit.ly/3oCszFe)

Properties
	 Variable moisture – optimal moisture  

management in the joint:  
sd value 0.48 ≤ sd ≤ 12 m
	 High resistance to driving rain ≥ 1050 Pa* 
	 Airtight an < 0.1 m³/(h·m·(daPa)2/3) 
	 Temperature resistance –40 °C to +80 °C*
	 Processing temperature –10 °C to +30 °C*
	 No additional foil adhesive required
	 All bonded layers covered with longitudi-

nally cut film 
	 Elastic and easy to work with
	 Can be plastered or painted over
	 UV stable for 12 months (in Central  

European climate zone)
	 Suitable for renovations and new  

construction

HANNO®-FLASHING TAPE DUO EASY 240

**  However, there should be no separating film, e. g. moisture, ice or 
hoar frost, on the surface on which the tape is installed because it 
would prevent the contact of the glue with the surface.

Full-surface self-adhesive 
Hanno®-Flashing Tape DUO Easy 240 consists of a 
modified polyamide film/nonwoven material combi-
nation. The full-surface self-adhesive underside 
enables easy, full-coverage installation of the flashing 
tape for plastering or painting over, without addi-
tional adhesion on the masonry. DUO Easy+ 240 has 
an additional adhesive strip on the opposite side.

Hanno®-Flashing Tape DUO Easy 240 was designed 
especially for curtain-type window elements often 
used for energy efficient constructions. It is mois-
ture-variable and therefore can be used both inside 
and outside. The sd value for both tapes is between 
0.48 ≤ sd ≤ 12 m. 

The strong resistance to driving rain of ≥ 1050 Pa* pre-
vents the penetration of moisture on the weather side. 
On the inside, the important airtightness is achieved 
with an an-value of < 0.1. The flashing tape can be 
installed at low temperatures down to –10 °C.*/**

HW- 20 - 01
HW- 20 - 01

* For unit conversion please refer to page 64
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Product overview

Standard colour: White

Flashing tape Width 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

DUO Easy 240

50
75
100
150
200
250
300

25

8
5
4
2
2
1
1

96

3736701000001700
3736701000000000
3736701000000100
3736701000000200
3736701000000300
3736701000002500
3736701000001900

4027713015547
4027713015462
4027713015479
4027713015486
4027713015493
4027713015578
4027713015554

DUO Easy+ 240

50
75
100
150
200
250
300

25

8
5
4
2
2
1
1

96

3736702000005300
3736702000000000
3736702000000100
3736702000000200
3736702000000300
3736702000002500
3736702000004900

4027713015615
4027713015509
4027713015516
4027713015523
4027713015530
4027713015561
4027713015622

HANNO®-FLASHING TAPE DUO EASY 240

With its fully self-adhesive underside, the expandable  
Hanno®-Flashing Tape DUO Easy 240 enables easy instal-
lation. In addition, the flashing tape can be completely 
plastered and painted over.

Hanno®-Flashing Tape DUO Easy+ 240 has an additional 
adhesive strip on the opposite side and thus replaces con-
ventional flashing tapes in many construction situations. 

Installing Hanno®-Flashing Tape DUO Easy 240 Installing Hanno®-Flashing Tape DUO Easy+ 240
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HANNO®-FLASHING TAPE DUO EASY PADS

Premium Pads for Interior and Exterior
Fast and practical
Did you know? The versatile Hanno®-Flashing Tape 
DUO Easy is also available in roll format with 
individually peelable pads. These convenient stickers 
can be applied quickly and easily on the construction 
site.

Whether in roll format or as pads –  
Hanno®-Flashing Tape DUO Easy is always the 
right choice!

Further product information:  
Technical data and installation videos  
(https://bit.ly/3qP3CsL)

Properties
	 Roll material with individually peelable 

pads
	 For interior and exterior use
	 Moisture-variable 
	 High air tightness: an value of < 0.1
	 High water tightness: resistance to driving 

rain (EN 1027 ≥ 1050* Pa, MPA)
	 Self-adhering on all typical construction 

substrates 
	 High adhesive strength without additional 

foil adhesive
	 Quick and easy application
	 UV stable for 12 months (in Central  

European climate zone) 
	 Resistance to water penetration  

according to EN 1928

Hanno®-Flashing Tape DUO Easy Pads

Product overview

Standard colour: White

Flashing tape pads Width x 
length (mm)

Roll length 
(m)

Rolls/ 
box Article number EAN code

DUO Easy Pads 90 x 195 25 4 1736703000362200 4027713018906

* For unit conversion please refer to page 64

NEW!

HW- 20 - 01
HW- 20 - 01

** Basic tape DUO Easy 240

**

**

**
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Spray primer 
To support the adhesion on cold damp 
surfaces, a spray primer can be used.  
We recommend the spray adhesive  
Fast drying from Bowcraft. 

Find out more at: www.bowcraft.de

	 spiderweb-like adhesive surface, permanently  
sticky substrate, strong durable adhesion
	 extremely short flash-off time (1 min)
	 prepares substrates within 20–30 minutes even  
at low temperatures
	 does not float away in rain
	 hardly visible and not translucent
	 also ideal for bonding insulation
	 3-way adjustable spray head

HANNO®-FLASHING TAPE DUO EASY 180

Moisture-Adaptive – for Interior and Exterior
Full-surface self-adhesive
Hanno®-Flashing Tape DUO Easy 180 is a full-surface 
adhesive flashing tape for interior and exterior seals, 
consisting of a modified polyamide film/nonwoven 
material combination. It is equipped with a full-sur-
face self-adhesive side for connecting to windows and 
masonry as a standard feature. The cover liner is cut 
in the longitudinal direction. 

Hanno®-Flashing Tape DUO Easy+ 180 is equipped 
with an additional self-adhesive strip on the top as an 
assembly aid.

Installation is possible from a temperature of +5 °C*. 
Depending on the substrate, the use of a primer may 
be necessary.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3nuBvNe)

Properties
	 Variable moisture – optimal moisture 

management in the joint:  
sd value 0.6 ≤ sd ≤ 23 m
	 Resistance to driving rain ≥ 600 Pa* 
	 Airtight an < 0.1 m³/(h·m·(daPa)2/3)
	 No additional foil adhesive required
	 All bonded layers covered with longi-

tudinally slit liner
	 Elastic and easy to work with
	 Can be plastered or painted over
	 Suitable for renovations and new  

construction
	 UV resistant for 12 months (in Central 

European climate zone)

Hanno®-Flashing Tape DUO Easy 180Hanno®-Flashing Tape DUO Easy Pads

Product overview

Standard colour: White

Flashing tape Width 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

DUO Easy 180

75
100
150
200

25

5
4
2
2

96

1736703000000000
1736703000000100
1736703000000200
1736703000000300

4027713016209
4027713016216
4027713016223
4027713016230

DUO Easy+ 180

75
100
150
200

25

5
4
2
2

96

1736704000266820
1736704000233120
1736704000155910
1736704000755350

4027713016278
4027713016285
4027713016292
4027713016308

* For unit conversion please refer to page 64
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HANNO®-FLASHING TAPE FA EASY

For Exterior Connection Joints
Hanno®-Flashing Tape FA Easy

Hanno®-Flashing Tape FA Easy consists of a permea-
ble membrane and nonwoven material combination. 
The full-surface self-adhesive underside enables 
simple, full-coverage installation of the flashing tape 
for plastering or painting over, without additional 
adhesion on the masonry. 

Hanno®-Flashing Tape FA Easy can also be processed 
at low temperatures down to –10 °C.*/**

Hanno® Flashing Tape FA Easy+ is equipped with an 
additional self-adhesive strip on the top as an assem-
bly aid. 

Further product information:  
Technical data and installation videos  
(https://bit.ly/3oEfDi6)

Properties
	 ift-certified
	 Vapour-permeable nonwoven material 

combination
	 For connections sealed against driving 

rain ≥ 1050 Pa*
	 Waterproof in accordance with DIN EN 
13984 W1
	 UV resistant for 12 months (in Central 

European climate zone)
	 No additional foil adhesive required
	 All bonded layers covered with longi-

tudinally cut liner
	 Can be plastered over
	 Suitable for working at low temperatures

Product overview

Standard colour: Black

Flashing tape Width 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

FA Easy

50
75
100
150
200
250
300

25

7
5
4
2
2
1
1

96

1736500100100500
1736500100855800
1736500100069960
1736500100150660
1736500100108090
1736500101409170
1736500100100570

4027713015660
4027713016377
4027713016384
4027713016391
4027713016407
4027713015646
4027713016674

FA Easy+ 

50
75
100
150
200
250
300

25

7
5
4
2
2
1
1

96

1736500200050060
1736500200075060
1736500200543210
1736500200090610
1736500200092000
1736500202809170
1736500203809170

4027713016193
4027713016131
4027713016148
4027713016155
4027713016162
4027713016179
4027713016186

**  Applies only to the self-adhesive side. However, there should be no separating 
film, e. g. moisture, ice or hoar frost, on the surface on which the tape is 
installed because it would prevent the contact of the glue with the surface.

* For unit conversion please refer to page 64
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HANNO®-FLASHING TAPE FA EASY SOFT

For More Convenient Application
Hanno®-Flashing Tape FA Easy Soft

The Hanno®-Flashing Tape FA Easy Soft – the innova-
tive further development of the proven FA Easy – is 
based on a particularly soft nonwoven material. This 
makes it much easier to apply, especially in corners 
and at transitions. In addition, it adheres even more 
strongly to the building structure.

Hanno®-Flashing Tape FA Easy Soft comes with all the 
good properties of FA Easy: it is self-adhesive over the 
entire surface, can be plastered and painted over, and 
is easy to apply even at very low temperatures down 
to –10°C.*/**

Hanno®-Flashing Tape FA Easy+ Soft is equipped with 
an additional self-adhesive strip on the top as an 
assembly aid. 

Further product information:  
Technical data and installation videos  
(https://bit.ly/30wdaOe)

Properties
	 Soft nonwoven material for easy applica-

tion and strong adhesion to the building 
structure 
	 Vapour-permeable nonwoven material 

combination
	 For connections sealed against driving 

rain ≥ 1050 Pa*
	 Waterproof in accordance with DIN EN 
13984 W1
	 UV resistant for 12 months (in Central 

European climate zone)
	 No additional foil adhesive required
	 All bonded layers covered with longi-

tudinally cut liner
	 Can be plastered over
	 Suitable for working at low temperatures

Product overview

Standard colour: Black

Flashing tape Width 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

FA Easy Soft

75
100
150
200

25

5
4
2
2

96

1736500100075240
1736500100100240
1736500100150240
1736500100200240

4027713019101
4027713019118
4027713019125
4027713019132

FA Easy+ Soft

75
100
150
200

25

5
4
2
2

96

1736500200075240
1736500200100240
1736500200150240
1736500200200240

4027713019200
4027713019217
4027713019224
4027713019231

**  Applies only to the self-adhesive side. However, there should be no separating 
film, e. g. moisture, ice or hoar frost, on the surface on which the tape is 
installed because it would prevent the contact of the glue with the surface.

NEW!

* For unit conversion please refer to page 64
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HANNO®-FLASHING TAPE FI EASY

For Interior Connection Joints
Hanno®-Flashing Tape FI Easy

Hanno®-Flashing Tape FI Easy is the correct choice for 
sealing interior window connections. It consists of a 
diffusion-resistant, airtight membrane and nonwoven 
material combination. The full-surface self-adhesive 
underside enables simple, full-coverage installation of 
the flashing tape, which can be plastered and painted 
over, without additional adhesion on the masonry. 

Hanno®-Flashing Tape FI Easy can also be processed 
at low temperatures down to –10 °C.*/**

Hanno®-Flashing Tape FI Easy+ has an additional  
23 mm wide adhesive strip on the nonwoven material 
side to connect to the window frame.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3x0KKrD)

Properties
	 ift-certified
	 Airtight an < 0.1 m³/(h·m·(daPa)2/3)
	 Diffusion-resistant: sd value approx.  

> 10 m 
	 No additional foil adhesive required
	 All bonded layers covered with longitudi-

nally cut film
	 Strong, immediate adhesion
	 Can be plastered or painted over
	 Suitable for renovations and new  

construction
	 Suitable for working at low temperatures

Product overview

Standard colour: White

Flashing tape Width 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

FI Easy

50
75
100
150
200
250
300

25

7
5
4
2
2
1
1

96

1736701021800500
1736500302016090
1736500300016200
1736500300123400
1736500300080900
1736701021802500
1736701021803000

4027713014625
4027713014564
4027713014571
4027713014588
4027713014595
4027713014601
4027713014618

FI Easy+ 

50
75
100
150
200
250
300

25

7
5
4
2
2
1
1

96

1736701021900500
1736500400201600
1736701011905160
1736701021905160
1736701021908090
1736701021902500
1736701021903000

4027713014694
4027713014632
4027713014649
4027713014656
4027713014663
4027713014670
4027713014687

**  Applies only to the self-adhesive side. However, there should be no separating 
film, e. g. moisture, ice or hoar frost, on the surface on which the tape is 
installed because it would prevent the contact of the glue with the surface.

* For unit conversion please refer to page 64
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HANNO®-FLASHING TAPE DUO

Moisture-Adaptive – For Interior and Exterior
Hanno®-Flashing Tape DUO

Hanno®-Flashing Tape DUO consists of an airtight 
modified polyamide film with a reinforced film and 
nonwoven material combination. The tape consists  
of five areal layers. Thanks to its variable sd-value, it  
is suitable for interior and exterior use, and enables  
a dry joint under any weather conditions. 

The film adapts to the temperature conditions, en -
suring moisture in the joint can escape to the outside 
when the outdoor temperature is colder, respectively 
allowing it to pass inside when indoor temperatures 
are warmer.

The attached self-adhesive strip enables an easy fully 
concealed installation of the flashing tape, which can 
be plastered or painted over. 

The non fully adhesive tape can also be 
equipped with two self-adhesive strips 
or butyl strips for connection to the 
wall.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3HBvYMX)

Properties
	 Non fully adhesive tape with self-adhe-

sive strip for convenient bonding to the 
window frame
	 Combination of PET nonwoven material 

and PA film 
	 sd value 0.2 m ≤ sd ≤ 12 m (variable  

humidity)
	 Resistance to driving rain ≥ 600 Pa*
	 Airtight an < 0.1 m³/(h·m·(daPa)2/3)
	 Can be plastered or painted over on both 

sides
	 Universal use in new construction and 

renovation

Product overview

Standard colour: Grey

Flashing tape Width 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

DUO
75
100
150

30
5
4
2

96
3736700000000000
3736700000000100
3736700000000200

4027713011266
4027713011273
4027713011280

Hanno®-Flashing Tape DUO is also available with a second self-adhesive strip or butyl strip:

Self-adhesive strip Butyl strip one-sided Butyl strip alternate side

* For unit conversion please refer to page 64
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HANNO®-FLASHING TAPE FA-D

Elastic Tape for Exterior Connections
Hanno®-Flashing Tape FA-D

Hanno®-Flashing Tape FA-D is permeable and resist-
ant to driving rain, making it suitable for sealing 
exterior window connection joints. It consists of a 
stretchable, air-permeable membrane and nonwoven 
material combination. 

Just like Hanno®-Flashing Tape FI-D, the tape is elastic 
to absorb component movements, preventing tearing 
at the sides of the window joint.

The attached self-adhesive strips enable simple, 
full-coverage installation of the flashing tape for  
plastering or painting over. The non fully adhesive 
tape can also be equipped with two self-adhesive 
strips or butyl strips for connection to the wall.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3Hr6UIu)

Properties
	 Non fully adhesive tape with self-adhe-

sive strip for convenient bonding to the 
window frame
	 Vapour-permeable nonwoven material 

combination
	 Elastic to absorb component movements 

in a targeted manner
	 Can be plastered or painted over on  

both sides
	 For connections sealed against driving 

rain ≥ 600 Pa*
	 Waterproof in accordance with DIN EN 
13984 W1
	 UV resistant for 3 months (in Central  

European climate zone)
	 Universal use in new construction and 

renovation

Product overview

Standard colour: White

Flashing tape Width 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

FA-D

50
75
100
150
200
250
300

30

8
5
4
2
2
1
1

96

3736600200110000
3736600200120000
3736600200130000
3736600200140000
3736600200150000
3736600200160000
3736600200170000

4027713011112
4027713011129
4027713011136
4027713011143
4027713011150
4027713011167
4027713011174

Hanno®-Flashing Tape FA-D is also available with a second self-adhesive strip or butyl strip:

Self-adhesive strip Butyl strip one-sided Butyl strip alternate side

* For unit conversion please refer to page 64
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HANNO®-FLASHING TAPE FI-D

Elastic Tape for Interior Connections
Hanno®-Flashing Tape FI-D

Flashing tape specially designed for interior connec-
tions to the window joint. Hanno®-Flashing Tape FI-D 
consists of a elastic, airtight film and nonwoven mate-
rial combination. The attached self-adhesive strip ena-
bles an easy fully concealed installation of the flashing 
tape, which can be plastered or painted over. 

Hanno®-Flashing Tape FI-D is non fully adhesive but 
equipped with a self-adhesive strip to connect to the 
window as a standard feature. The tape can also be 
equipped with two self-adhesive strips or butyl strips 
for connection to the wall. 

Further product information:  
Technical data and installation videos  
(https://bit.ly/3oIYaVJ)

Properties
	 Non fully adhesive tape with self-adhe-

sive strip for convenient bonding to the 
window frame
	 Stretchy, airtight film and nonwoven  

material combination
	 Airtight an < 0.1 m³/(h·m·(daPa)2/3)
	 Diffusion-resistant: sd value approx. 55 m
	 Elastic to absorb component movements
	 Can be plastered or painted over on both 

sides
	 Universal use in new construction and 

renovation

Product overview

Standard colour: Red

Flashing tape Width 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

FI-D

50
75
100
150
200
250
300

30

8
5
4
2
2
1
1

96

3736600100130000
3736600100140000
3736600100150000
3736600100160000
3736600100170000
3736600100180000
3736600100190000

4027713011181
4027713011198
4027713011204
4027713011211
4027713011228
4027713011235
4027713011242

Hanno®-Flashing Tape FI-D is also available with a second self-adhesive strip or butyl strip:

Self-adhesive strip Butyl strip one-sided Butyl strip alternate side
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HANNO®-FLASHING TAPE EDPM

For the Elastic Sealing of Exterior Applications
Hanno®-Flashing Tape EDPM

Hanno®-Flashing Tape EPDM is a 0.75 mm thick two-
layer, elastomer sealing tape. It is very well suited for 
creating elastic seals for window and façade connec-
tions outdoors, and to construct building connection 
joints for window sills as well as balcony and house 
doors that do not come into contact with the ground.

For use in areas in contact with the ground, Hanno®- 
Flashing Tape EPDM is available in 1.3 mm thickness. 

Hanno®-Flashing Tape 
EPDM is equipped with 
a self-adhesive strip as 
standard feature, which 
can be adhered to the 
window profile. This tape 
can also be delivered without self-adhesive strips if 
desired.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3wVt3Kg)

Product overview

Standard colour: Black

Flashing tape Width 
(mm)

Roll length 
(m)

Rolls/ 
box

Boxes/
pallet Article number EAN code

EPDM

100
150
200
250
300

25

3
2
2
1
1

24

3736000000001000
3736000000001100
3736000000001200
3736000000001300
3736000000001400

4027713008914
4027713008907
4027713008921
4027713008938
4027713008945

Hanno®-Flashing Tape EPDM is available in two thicknesses: 1.3 mm for areas in contact with the ground and 0.75 mm for  
areas not in contact with the ground.

Hanno®-Flashing Tape EPDM is also available without self-adhesive strips.

Adhesive 
For secure bonding, we recommend the   
Elasto-Fix adhesive.

Properties
	 Temperature-resistant
	 Permanent outdoor seals
	 Very stretchy
	 Bitumen-resistant
	 Tear-proof, elastic
	 0.75 mm thickness without floor contact
	 1.3 mm thickness with floor contact



HANNO: Hidden Talents

Small things that make a big impact 
Be it joint sealing tapes, multi-functional tapes or flashing tapes – our products are usually invisible and 
work in the background, yet still always impress with maximum function. 

As a specialist for joint sealing in building construction, we solve every challenge in this segment and find 
the optimum solution for our customers even in tricky situations.

Hanno® – the original. For 125 years.
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HANNO®-IN-FRONT-OF-WALL INSTALLATION SYSTEM

For Window Installation in the Insulation Layer
Hanno®-In-Front-of-Wall Installation System

Using the Hanno®-In-Front-of-Wall Installation System saves valuable time –  
and reduces installation costs. The system is also secure and reliable,  
as confirmed by numerous tests and certifications.

Hanno®-In-Front-of-Wall Installation System
	 Optimises thermal bridges
	 High material strength
	 Easy to apply
	 Tested quality

The adhesive-based in-front-of-wall installation system optimises  
the thermal bridges and offers high strength. A long lifespan and  
moisture resistance make the profiles ideal for professional,  
time-saving and durable window installation.

   Well combined: the Hanno®-In-Front-of-Wall Installation 
System and the highly effective multi-functional tape 
Hannoband®-3E BG1
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Hanno®-In-Front-of-Wall Installation System

HANNO®-IN-FRONT-OF-WALL INSTALLATION SYSTEM

Window connection joints of ETICS façades, ventilated 
façades or two-layer masonry constructions offer 
significant potential for improvement. It can be used 
to optimise thermal bridges by precisely evaluating 
the window’s position in the structure. 

The Hanno®-In-Front-of-Wall Installation System 
improves such thermal bridges significantly when 
installed in the insulation area. This not only saves 
energy for an GEG certification as well as heating 
costs, but also reduces the danger of dew build-up 
inside the window jamb, preventing later claims. In 
addition, using the Hanno®-In-Front-of-Wall Installa-
tion System improves sound insulation performance 
over commonly used systems, by giving the system a 
much higher mass.

Combine the product with the high-performing, 
long-lasting multi-functional tapes Hannoband®-3E 
BG1 and Hannoband®-3E UA to be on the safe side.

The adhesive-based system can easily be adapted 
and installed on the construction site, needing only 
normal woodworking tools to install. The attachment 
points are already pre-drilled. This makes installation 
simple, with a well-planned concept that offers easier 
processing. 

Compared to commonly available solutions for 
installing windows in the insulation layer, which use 
support brackets, our system can be installed quickly, 
easily and conveniently. Using Hanno®-In-front-of-
wall Installation frames can save up to 10 minutes 
on a single standard window (123 x 148 cm). These 
savings can by achieved through pre-drilled frames 
and brackets, as well as by bonding insulation strips 
to the frame in the factory for Hanno®-In-front-of-wall 
Installation frames. Even large window openings can 
be constructed quickly and easily. All of these features 
reduce installation costs.

  The system components are particularly stable and 
moisture resistant. In addition they are sustainable 
– as the profiles are made of recycled materials. 

* *

* only Hannoband®-3E BG1

System components of the Hanno®-In-Front-of-Wall Installation System have passed testing by the ift Rosen-
heim for professional, state-of-the-art requirements, and stand out for their good strength, moisture resistance 
and long-lasting quality.
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THE SYSTEM AT A GLANCE

The System at a Glance

Reference example

Helmholtz Grammar School (Bonn)
	 Use of the Hanno®-In-Front-of-Wall  
Installation System in the construction 
of a new school building
	 In-front-of-wall installation of the 
existing windows into the insulation 
level
	 improved thermal and sound  
in sulation

Components of the System

1. Hannoband®-3E BG1
2. Hannoband®-3E UA
3. Hanno®-Flashing Tape DUO Easy
4. System adhesive
5. Frame screw
6.  Hanno®-In-Front-of-Wall Installation  

Structural Element

2

5

6

1

4

3
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QUICK AND EASY INSTALLATION

Quick and Easy Installation

1

3

5

7

2

4

6

Bottom profile

Side frames

Upper frame

Window installation

1.  Apply at least two continuous, triangular adhesive 
beads (approx. 7 mm wide x 11 mm high). Maxi-
mum adhesive thickness to the wall = 6 mm.1

2.  Position the frame at the appropriate height,  
plumb and flush, and secure it mechanically with 
the appropriate frame screws (min. 3 per 1.2 m). 
Maximum joint thickness of the adhesive system  
6 mm; observe the skin forming time (5 minutes).

3.  Apply at least 2 adhesive beads (see 1). 

4.  Make corner joint of frames airtight with adhesive. 
Position the side frames, align them plumb and 
flush with the bottom frame and mechanically 
secure each individual piece with at least one 
screw. Make sure that the opening is perpendicu-
lar.

5.  Apply at least 2 adhesive beads (see 1); seal corner 
joints as before (see 4).

  
6.  Position the upper frame and mechanically secure 

each individual piece with at least one screw. Then 
seal the upper frame with the system adhesive 
to the building substrate so that it is resistant to 
driving rain.2

7.  Install the window according to the RAL guidelines 
on installation (when using Hannoband®-3E BG1)3. 
Observe the required screw distance from the 
edges of at least 20 mm.

3 Please observe the installation instructions provided with the product.

1 Bottom profile: observe minimum adhesive width of the upper bead = min. 22 mm; all others min. 18 mm after securing/pressing on.

2 Allow the adhesive to swell out or draw an additional adhesive bead so that no water can penetrate between the frame and the wall.

Preparation
Initially make sure through static assessment that the load transfer of the adhered system is sufficient (window 
size/weight, building substrate and other possible requirements including fall protection or similar). Also check 
the substrate for load-bearing capacity before the installation – it must be dry, free of dust, ice, oily or other 
adhesion-reducing impurities. Please note that it may be necessary to apply a primer (see technical data sheet). 
Use only system components of the Hanno®-In-Front-of-Wall Installation System. Prepare the frame components 
according to the installation instructions. Butt connections of the profiles are possible – in this case the joints must 
be glued airtight and each individual element must be mechanically secured with screws. When using conventional 
window sill connection profiles, pay attention to the load transfer of the window and seal the movement joint 
properly. 
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System Components and Accessories

Product overview

Product overview

Description Length (m) approx. Projection   
(mm) approx.

No. of elements/
pallet Article number (2.38 m)

Structural element incl.  
adhered XPS strip 1.2 or 2.38 84 90 1737200013008190

Description Length (m) approx. Projection  
(mm) approx.

No. of elements/
pallet Article number (2.38 m)

Projection 120 1.2 or 2.38 120 72 3737200120000000

Projection 140 1.2 or 2.38 140 60 3737200140000000

Projection 160 1.2 or 2.38 160 60 3737200160000000

Projection 180 1.2 or 2.38 180 48 3737200180000000

Projection 200 1.2 or 2.38 200 48 3737200200000000

SYSTEM COMPONENTS AND ACCESSORIES

In-Front-of-Wall Installation Element

In-Front-of-Wall Installation  
Angled Element

Pre-drilled1, 3 holes (1.2 m) or 6 holes (2.38 m).  
Composite of polyurethane hard foam material and 
XPS strip.

Pre-drilled1, 3 holes (1.2 m) or 6 holes (2.38 m).  
Polyurethane hard foam material with interlocking 
connection.

Properties
	 Projection of 84 mm
	 XPS insulation strip glued to the  

element
	 3 or 6 pilot holes1 with approx.  

6 cm edge distance

Properties
	 Projections of approx. 120–200 mm
	 Glued and screwed together via  

a toothing system
	 3 or 6 pilot holes1 with  

approx. 7 cm edge distance

1  also available without pilot holes on request

Benefits
	 Suitable for ETICS, ventilated façades and double-

shell masonry
	 System already pre-drilled (also available without 

pre-drilling on request) 
	 Moisture resistant
	 XPS insulation strip already adhered to the 

structural element at the factory

	 Optimal window reveal (ideal for the installation 
of the window and the sealing of the window 
connection joint)
	 Conventional window frame screws can be used
	 Cut-off end segments can still be used
	 Made from recycled materials
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Further product information:  
Technical data and installation videos  
(https://bit.ly/3x9wrDh)

Product overview

Description Properties VE piece Article number

MS Adhesive 600 ml  
(Weiss-Chemie Cosmo HD-100.220) White 10 3737201000000000

Window frame screw 7.5 x 92 mm galvanised 200 3737200000001600

Window frame screw 7.5 x 132 mm galvanised 100 3737200000000400

Window frame screw 7.5 x 152 mm galvanised 100 3737200000000500

Hannoband®-3E BG1 Multi-functional tape See page 22

Hannoband®-3E UA Multi-functional tape See page 30

SYSTEM COMPONENTS AND ACCESSORIES

Accessories
HANNO offers extensive system accessories:

	 System adhesive – for mounting the  
Hanno®-In-Front-of-Wall Installation System
	 Window frame screws
	 Hannoband®-3E BG1 (see page 22)
	 Hannoband®-3E UA (see page 30)
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SOUND AND THERMAL INSULATION

Nothing Gets Past HANNO
Sound and Thermal Insulation

Much more than just joint sealing: HANNO offers a  
comprehensive range of products for sound, thermal  
and vibration insulation for building construction,  
various industrial applications and other areas.

   Take it easy: pleasant room acoustics are not an unrealistic 
goal. With HANNO products, excellent results can be achieved.

    The complete range for sound, thermal and vibration 
insulation can be found at www.hanno.com.
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Hanno®-Tect

HANNO®-TECT

Product overview

Description Dimensions (mm) Packaging units Article number

Suspension panel cuboid 1 1100 x 500 x 48 32 2 1110802001808100

Hanno®-Tect is a very lightweight material offering 
sound absorption and thermal insulation properties 
that can be used in a wide variety of applications. In 
addition, the material is extremely fire retardant for a 
high safety level.

Hanno®-Tect dimpled panels and Hanno®-Tect sus-
pension panels provide sound insulation, for example 
in buildings, open-plan offices, industrial and factory 
halls, banks and insurance companies, sound studios, 
schools and kindergartens, homes, boats and music 
rooms. 

Specialised surfaces or special types are also avail-
able, as are absorbers made of polyurethane foam 
and other artificial soft foams upon request.

Hanno®-Tect AL dimpled panels 
Dimpled panels are used for sound insulation in 
buildings (open-plan offices, industrial and factory 
halls, banks and insurance buildings, sound studios). 
The panels can be bonded directly to even substrates 
– using INSEBO® Assembly Adhesive TK (see page 59). 
Because the dimpled texture does not run parallel 
to the edges, the panels cannot be installed without 
seams.

Further cutting dimensions upon request.

Hanno®-Tect suspension panels 
These sound absorbing panels can easily be sus-
pended below the ceiling in variable configurations 
using commonly-available components. Often, sound 
absorbing panels cannot be bonded to ceilings and 
walls for technical or physical reasons. This is one of 
the biggest advantages of a suspension system.

Properties
	 Open-cell melamine resin foam
	 Light weight of 9–10 kg/m3

	 Thermal/cold insulating 0.035 W/(m·K)
	 Excellent sound absorption
	 Hydrophobic/oleophobic versions  

available
	 Fire retardant (temperature resistant up 

to 180 °C)*
	 UV resistant
	 Fibre-free
	 Complies with DIN 5510-2, EN 45545,  

DIN 4102 B1
	 Specialized surfaces and speciality types 

available

For Perfect Room Acoustics

Further product information:  
Technical data and installation videos  
(https://bit.ly/3HCi7X0)

1 Incl. 64 foam screw hooks for suspension   
2 Delivery only in complete boxes

* For unit conversion please refer to page 64
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HANNO®-ROLLER BLIND BOX INSULATION

Product overview

Hanno®-Roller Blind Box Insulation
Sound and Thermal Insulation for Roller Blind Boxes

Properties
	 Temperature resistance –40 °C to +85 °C*
	 Thermal conductivity: < 0.035 W/(m·K)  

(10 °C, d = 50 mm)
	 Sound insulation value: approx. 40 dB 
	 Construction material class: B2 in accord-

ance with DIN 4102
	 No heat loss due to thermal bridges 
	 Improved sound and thermal insulation  

in roller blind box
	 Can be laid at the factory or later in the 

installed roller blind box
	 Self-adhesive for quick installation

The roller blind box insulation is a combination of
an absorption layer – Hanno®-Tect open-cell mela-
mine resin foam – combined with a 5 or 10 kg/m² 
flexible heavy foil.

The foam layer provides 
outstanding airborne sound 
absorption and thermal insula-
tion thanks to its low thermal 
conductivity value of < 0.035 
W/(m·K). The soft, flexible 
heavy film stabilises the roller 
blind housing and increases 
its grammage, thus reducing 
sound permeability.

In addition to the product’s 
excellent characteristics, the 
sheets are easy to install due 
to a self-adhesive layer.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3oEaLcK)

Panel dimensions (mm)  
(L x W x H) Panel structure Heavy foil

(kg/m2)
Panel surface 
area (m2) Box content Article number

1000 x 250 x 3 Heavy foil /
self-adhesive 5 0.25 20 panels 1415101010250030

1000 x 250 x 10
Hanno®-Tect /
heavy foil /
self-adhesive

5 0.25 20 panels 1415101009250100

1000 x 250 x 20
Hanno®-Tect /
heavy foil /
self-adhesive

5 0.25 10 panels 1415101009250200

Minimum order quantity: value of goods > 500 EUR

* For unit conversion please refer to page 64
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HANNO®-PROTECTO PF

Product overview

Hanno®-Protecto pf
Anti-Drumming Material for Window Sills and Casings

Properties
	 Impregnated Cardboards or films of  
1 to 10 kg/m³
	 Reinforces and adds weight
	 Good adhesion even for overhead bonding 

(preliminary testing required)
	 Dampens structure-borne sound

Protecto pf comprises various products made of 
heavy material layer combinations for the anti-drum-
ming of casings and capsule surfaces. Protecto pf 810 
and Protecto pf 820 refer to bitumen-impregnated 
wool felt boards. They have a self-adhesive layer on 
the back. Protecto pf 830 is made of a heavyweight 
elastomer-bitumen combination and also offers a 
self-adhesive coating on the back.

These materials help stabilise all kinds of metals and 
plastics while reinforcing them and adding weight. 
This has a sound deadening effect meaning that they 
prevent the spread of structure-borne sound. On the 
other hand, passage sound insulation, i. e. airborne 
sound propagation, is successfully prevented.

Protecto pf is particularly characterised by its excel-
lent adhesive strength and high flexibility.  
The areas of application are extremely diverse.

Further product information:  
Technical data and installation videos  
(https://bit.ly/3FqIA7H)

Protecto pf is used, for example, for:
	 Garage doors 
	 Façade elements 
	 Steel furniture 
	 Window sills
	 Bath tubs and sinks 
	 Lift cabs 
	 Air conditioning systems
	 Household appliances 
	 Machine cladding 
	 Automobile construction

Width Surface weight 
(kg/m2) Width (mm) Minimum order quan-

tity per delivery Article number

Protecto pf 810 FBD Approx. 1 30 1 box = 630 m 1410101020000301

Protecto pf 810 FBD Approx. 1 50 1 box = 360 m 1410101020130111

Protecto pf 810 FBD Approx. 1 80 1 box = 210 m 1410101020071010

Protecto pf 810 FBD Approx. 1 100 1 box = 180 m 1410101020240111

Protecto 820 and 830 available on request
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ADHESIVES

Product name Content Article number EAN code

Sealing Adhesive F 300 ml cartridge 210-034 90 028 62 93034 2

Sealing Adhesive F 600 ml aluminum 
bag 210-033 90 028 62 93033 5

Packaging unit: 20 cartridges or aluminium bags/box

INSEBO® Sealing Adhesive F
Speciality adhesive for airtight connections in interior construction. For bonding films and nonwoven materials to 
masonry (in accordance with DIN 4108-7) and for creating vapour barriers in attic construction. For bonding and 
sealing flashing tapes, in particular in overlaps and folds. For airtight seals impermeable to driving rain in window 
connection films, as well as to seal openings in corner areas of window sills. Outstanding adhesion on polyolefines, 
such as polyethylene (PE) and polypropylene (PP) films. Solvent-free. Can be processed from –5 °C. No pressure 
bars required. Fulfils the requirements for ecological construction materials (contains no phthalates, halogen con-
nections, flame retardants, etc.). Particularly low-emission – EMICODE® EC1PLUS. Colour: light blue.

  Recommended for bonding Hanno®-Flashing Tapes

Product name Content Article number EAN code

3E foil adhesive MS 600 ml aluminum 
bag 209-601 40 277 13 01569 1

Packaging unit: 20 aluminium bags/box

Hanno®-3E Foil Adhesive MS
For bonding Hanno®-Flashing Tapes (including EPDM) to concrete, stone, plaster, wood, solid coatings, metal,  
different plastics, etc. Also suitable for sealing construction joints (DIN 18540 not applicable). Rain-proof after just  
a short period. Can be applied to moist substrates. Can be used in cold conditions. Particularly low-emission –  
EMICODE® EC1PLUS. 

  INSEBO® Sealing Adhesive F and Hanno®-3E Foil Adhesive MS are suitable for bonding 
the components of the Hanno®-Triple-Layer Joint Sealing System (page 6)

  Recommended for bonding Hanno®-Flashing Tapes (also EPDM)

Adhesives
For Secure Bonding of HANNO Products
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ADHESIVES

Product name Content Article number EAN code

Assembly Adhesive Special 300 ml cartridge 210-005 90 028 62 23510 2

Packaging unit: 20 cartridges/box

INSEBO® Assembly Adhesive Special
Solvent-free building construction adhesive with very high adhesive strength. Suitable for materials such as wood, 
stone, plastic, corrosion-protected sheet metal, aluminium, ceramic tiles, rigid foam boards, etc. Adheres to absor-
bent and non-absorbent substrates. Suitable for cladding, skirting boards, plastic-coated wall panels, etc. Can be 
painted over. Fulfils the requirements for ecological construction materials (contains no phthalates, halogen  
connections, flame retardants, etc.). Non-ageing and UV-resistant. The adhesive surface should be absorbent.

  Recommended for bonding Hanno®-Flashing Tapes

Product name Content Article number EAN code

Assembly Adhesive TK 300 ml cartridge 210-001 90 028 62 23500 3

Assembly Adhesive TK 5 kg bucket 210-003 90 028 62 13050 6

Assembly Adhesive TK 12 kg bucket 210-004 90 028 62 30520 1

Packaging unit: 20 cartridges/box

INSEBO® Assembly Adhesive TK 
Versatile, solvent-free, stable and water-based dispersion adhesive for bonding tiles, polystyrene, wooden panels, 
skirting boards, window sills, foams etc. to brick, concrete, plaster, mortar and wood. Adhesive layer thickness: 
min. 2 mm. Fulfils the requirements for ecological construction materials (contains no phthalates, halogen connec-
tions, flame retardants, etc.). Can be painted over. Non-ageing and UV-resistant. The adhesive surface should be 
absorbent. Colour: Beige.
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ALWAYS WELL ADVISED WITH HANNO

Application Technology for Project Planners and Architects
Always Well Advised with HANNO

With 125 years of experience, HANNO offers you extensive expertise in the field of 
construction joint sealing. The specialists of HANNO’s application engineering team  
will be pleased to advise you and will deal with your project in order to develop the  
optimal solution with you.

   Know-how: HANNO's application engineers 
have years of experience which they are 
happy to share with you
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ALWAYS WELL ADVISED WITH HANNO

Do you have a special application or any questions?  
Then call our technical hotline: +49 5102 7000-208

  The extensive training offers of HANNO always keep 
you up to date.

  If the worst comes to the worst, HANNO is also there 
to help and advise you during the ongoing construc-
tion project.

HANNO does not leave you alone
You can rely on this, as the partnership with HANNO 
goes far beyond the mere sale of products. As a 
member of RAL-FDKS, HANNO will be happy to advise 
you on the optimal and sustainable sealing of your 
construction joints before the start of the project. No 
matter whether concrete elements, façade elements, 
window or door joints are to be sealed or whether 
a timber construction or a roof extension is to be 
constructed, HANNO's specialists are always at your 
disposal and will work with you to develop the right 
product concept for your building project.

Even during the execution of your construction meas-
ures, you can always fall back on HANNO's application 
technology for assistance with tricky situations and 
unforeseen problems.

  Application engineering contact information, 
see page 65

Training
HANNO conducts regular and extensive training 
courses on construction joint sealing. This familiarises 
your employees with the latest techniques, process-
ing guidelines and products. In this way, HANNO 
helps you to protect yourself against warranty claims 
and to be able to offer your services according to the 
latest state of the art.
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RESPONSIBILITY

Sustainability & compliance
As a global mid-sized company, we fulfil comprehen-
sive standards of compliance and corporate social 
responsibility (CSR). Our environmental management 
is certified according to ISO 14001. We consider issues 
of waste avoidance and disposal, as well as the care-
ful use of energy and all resources, to be our imposed 
obligation and drive to act. The safe handling of our 
materials serves the health of our employees and the 
environment.

Research and development – highest quality 
and safety are our standard
Reliability and an up to date quality management 
system offer our customers, besides warranties and 
product liability, the necessary safety when dealing 
with our products. 

HANNO is certified according to the quality man-
agement system IATF 16949:2016, into which ISO 
9001:2015 is also integrated. This also includes the 
environmental policy. The process-oriented approach 
and the identification with clear processes help to 
avoid errors and to identify costs and benefits.

Regular in-house and externally monitored quality 
controls and tests that go far beyond the required 
standard, as well as high-quality, non-blended base 
materials, ensure a consistently high level of quality 
for all HANNO products.

The high quality standards guarantee the consistent 
quality of our products during production. Our own 
research & development department translates our 
customers' requirements into technical possibilities 
and develops innovative products with a high degree 
of performance. Additional safety is guaranteed by 
test certificates from independent institutes.

Responsibility

Corresponding company and employee guidelines 
are part of our Corporate Social Responsibility (CSR). 
From the memberships in the Fachverband Schaum-
kunststoffe e. V., HANNO submits to the compliance 
and conduct rules published on our websites as 
well as to the Code of Conduct of the Verband der 
Nord-Westdeutschen Textilindustrie e. V.

  A modern laboratory environment and elaborate test 
benches help to maintain high quality standards

Externally monitored 
quality controls and tests 
are carried out regularly

So that Good Things Get Better and Better

Find out more:  
www.hanno.com/en/company/company-mission
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Explanations of Terms
Building Physics Principles

Permanent airtightness
To ensure permanent airtightness, sealing products must 
fall below an an-value of 0.1 m³/(h.m.(daPa)2/3) across the 
entire joint. This requirement does not correspond to 100 % 
airtightness, but places high demands on the tightness of 
the joint. If you compare the value with the tightness of 
windows, it is significantly lower than the required value of 
the tightest window class 4 according to DIN EN 12207. All 
HANNO products for internal sealing are also significantly 
lower than this value and thus guarantee even greater 
security.

It is important in this context that this value is still main-
tained when the connection joint becomes smaller or larger. 
These movements can be in the range of 5 mm. A move-
ment absorption capacity of only approx. 2 mm is no  
longer sufficient for today's requirements.

Diffusion behaviour
For waterproofing, it is important to ensure coordinated dif-
fusion behaviour between the individual waterproof layers. 
This also means that the principle "more diffusion-tight on 
the inside than on the outside" must be ensured. This can 
be done classically with an inner diffusion-tight layer or via 
moisture-variable products that adapt their diffusion behav-
iour to the loads. On the exterior, a diffusion-open sealing 
should be ensured; diffusion-inhibiting products can hinder 
the diffusion of moisture. The sd value of the exterior water-
proofing should be < 0.5 m. On the interior, the sd value 
should be higher. However, it is important that the internal 
diffusion behaviour of the waterproofing is oriented to the 
surrounding masonry. Thus, an extremely high sd value is 
not necessarily useful in most cases and is not adapted to 
the classic masonry building materials. HANNO permanently 
adapts the waterproofing variants to the current require-
ments of the masonry and thus ensures optimal diffusion 
behaviour. In case of reversed temperature conditions, a 
variability of the diffusion behaviour of the internal water-
proofing is advantageous.

Condensation resistance
Where diffusion processes occur or moisture is present in 
the building structure, there is also the possibility of conden-
sation occurring in or on the joint seal, which in most cases 
is not a problem, as small amounts will dry out again without 
any problems. However, since sealing products come into 
contact with condensation water, it is imperative that they 
are tested for condensation water resistance. HANNO 
products are able to withstand these stresses and have been 
tested for this.

We provide some technical data for our products which are of great importance with regard to the building physics 
requirements for joint sealing. Below is a brief explanation of the terms.

Resistance to driving rain
In the technical data, we always state the tested value for 
the resistance to driving rain of the individual products. The 
values given are backed up by current test certificates.

But what does 300 Pa, 600 Pa or even 1050 Pa mean? 
Like airtightness, these values are based on the DIN EN 
12207 standard for windows and doors. For windows, the 
requirements are defined in DIN EN 12208. In tenders, 
mainly windows with class 7a are required for buildings up 
to 20 m high and class 9a for buildings up to 100 m high. 
Class 7a prescribes a resistance to driving rain of 300 Pa, 
class 9a of 600 Pa. In order to ensure safety here, DIN 18542 
recommends a resistance to driving rain of more than 600 
Pa for joints that are directly exposed to weathering. Indi-
vidual HANNO products are also tested up to 1050 Pa within 
the scope of the requirement according to DIN EN 12208.

Thermal insulation/passive house suitability
An increasingly important topic in the field of joint sealing is 
thermal insulation or the requirements for thermal bridges 
in the connection joint area. In order to be able to evaluate 
the thermal insulation capacity, we specify the λ-value (ther-
mal conductivity) for the products relevant for insulation, 
with which the U-value of the joint can be determined.
The foams used by HANNO have a very low thermal conduc-
tivity on the market and thus achieve good thermal insula-
tion. This is also reflected by the fact that the products of 
the Hanno®-Triple-Layer Joint Sealing System are suitable for 
passive houses and met the requirements defined for this 
purpose with regard to the thermotechnical consideration 
of the building connection of windows suitable for passive 
houses of the ift guideline WA 15-2 in an examination by 
Prof. H. P. Leimer of the BBS Institute in Wolfenbüttel.

 Unit conversion, see page 64

EXPLANATIONS OF TERMS
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Imperial Unit Conversion

IMPERIAL UNIT CONVERSION

The units in this catalogue are based on the metric system. Below is an overview of the corresponding  
temperature and pressure values.

Temperature (°C) Temperature (°F) Page

-30 to +100   -22 to 212 10, 13

+130 266 10, 13

-30 to +80   -22 to 176 14

-10 to +30   14 to 86 36

-40 to +80   -40 to 176 36

-10 14 36, 40, 41, 42

+5 41 39

+180 365 55

-40 to +85   -40 to 185 56

Pressure (Pa) Pressure (Psf) Page

50 1.04 24

300 6.27 14, 17, 18

600 12.53 6, 12, 13, 14, 17, 18, 28, 29, 30, 31,  
39, 43, 44

1050      21.93 10, 22, 24, 26, 27, 28, 36, 38, 40, 41

9000 187.97 10
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Contact

Sales manager / Authorized officer

Markus Fehrmann 
Phone +49 5102 7000-200
Fax +49 162 105 66 55
E-Mail  fehrmann@hanno.com

International account manager

Andreas Rissmann 
Mobile  +49 170 54 50 822
E-Mail  rissmann@hanno.com

Application technology construction

Stefan Gieseking  
State-certified wood technician 
Phone +49 5102 7000-208 (technical hotline)
Mobile +49 151 151 20 555
E-Mail  gieseking@hanno.com

Internal sales
Head of department 

Katarzyna Eckhardt 
Phone  +49 5102 7000-224
E-Mail  eckhardt@hanno.com

Sales support export

Nina Hoffmann 
Phone +49 5102 7000-201
Fax +49 5102 7000-102
E-Mail  nina.export@hanno.com

You can find a complete overview of our trading partners in Germany and worldwide at  
www.hanno.com/en/contact/contact-persons

CONTACT
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NOTES

Notes
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NOTES



This product information provides non-binding information without guarantee. Legally 
binding assurance of certain product properties or suitability for a specific use cannot be 
derived from our information. The stipulated instructions for use are to be adapted to the 
respective conditions. The user is obligated to check the suitability and applicability through 
their own testing in order to avoid failures for which we assume no liability. Subject to 
technical changes.
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www.hanno.com/en

Hidden Talents
HANNO – The Specialist in Joint Sealing and Sound Insulation
Hanno Werk GmbH & Co. KG, headquartered in Laatzen near Hanover, Germany, has its core competences in 
construction joint sealing and industrial seals, technical sound insulation for the automobile and mechanical 
engineering industry and also in the improvement of room acoustics and sound insulation. 

The product portfolio comprises the well-recognized and proven Hannoband® to seal window and façade 
joints, highly effective industrial stamping parts as well as effective acoustic tiles for room acoustics.

Germany
Hanno Werk GmbH & Co. KG 
Hanno-Ring 3  –  5  
30880 Laatzen 
Germany
Phone: +49 5102 7000-0 
Fax: +49 5102 7000-102 
info@hanno.com 
www.hanno.com

Switzerland
Hanno (Schweiz) AG 
Gewerbestraße 10 
4450 Sissach 
Switzerland
Phone: +41 619 7386-02 
Fax: +41 619 7386-03 
info@hanno.ch 
www.hanno.ch

USA
Hanno Werk GmbH & Co. KG 
c/o German American Chamber 
of Commerce, Inc. 
80 Pine Street, 24th Floor 
New York, NY 10005 
USA
Phone: +1 646 405-1038 
Fax: +1 646 405-1027 
info@hanno.com 
www.hanno.com

ISO 14001


